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SUMMARY OF QUANTITIES
DOT_RGG900

3/10/2023

US 12
32+83

TO
460+02

ITEM
 NO

SUB-TOTAL

SECTION
I-07.2(2)

OF
STANDARD

SPECS

SUB-TOTAL

SECTION
I-07.2(1)

OF
STANDARD

SPECS

UNIT
STD.
ITEM
NO.

TOTAL

QUANTITY

GROUP 1 GROUP 1 GROUP 1 GROUP 1 GROUP 2 GROUP 1 GROUP 2 GROUP 1 GROUP 1 GROUP 3                                                             

BRIDGE
12/240

BRIDGE
12/241

BRIDGE
12/245

US 12
460+02

TO
462+13.20

US 12
462+13.20

TO
465+30

US 12
465+30

TO
470+58

US 12
470+58

TO
717+57

BRIDGE
12/249

THIRD
PARTY

DAMAGES

                                                                                                                        
***

ITEM

                       PREPARATION

1 L.S.                                                                                                     L.S.                     L.S.L.S.L.S.L.S.L.S.L.S.L.S.0001LUMP SUM                    LUMP SUM MOBILIZATION L.S.

2                                                                                                                         513.00L.F.0170513.00                    513.00 REMOVING GUARDRAIL 

3                                                                                                                         175.00L.F.0190295.00                    295.00 REMOVING PLASTIC LINE 120.00

4                                                                                                                         L.S.L.S.L.S.L.S.L.S.0215LUMP SUM                    LUMP SUM REMOVING MISCELLANEOUS TRAFFIC ITEM L.S.

                                                                                                                                                                                            

                       GRADING

5                                                                                                                         932.00S.Y.03322377.00                    2377.00 PAVEMENT REPAIR EXCAVATION INCL. HAUL 1,445.00

                                                                                                                                                                                            

                       STRUCTURE

6                                                                                                                         56.00L.F.444456.00                    56.00 EXPANSION JOINT MODIFICATION- REPLACE RCS SEAL

7 1,391.00                                                                                                                         S.Y.44551391.00                    1391.00 WATERPROOF MEMBRANE BR. NO. 12/240

8                                                                                                                         1,276.00S.Y.44551276.00                    1276.00 WATERPROOF MEMBRANE BR. NO. 12/241

                                                                                                                                                                                            

                       LIQUID ASPHALT

9                                                                                                                         1.270.070.040.03TON 53406.63                    6.63 ASPHALT FOR FOG SEAL 5.22

                                                                                                                                                                                            

                       HOT MIX ASPHALT

10                                                                                                     336.00                     71,834.001,701.001,021.001,349.00S.Y.5711222295.00                    222295.00 PLANING BITUMINOUS PAVEMENT 146,054.00

11 1,391.00                                                                                                                         S.Y.57081391.00                    1391.00 REMOVING EXISTING OVERLAY FROM BRIDGE DECK 12/240

12                                                                                                                         1,276.00S.Y.57081276.00                    1276.00 REMOVING EXISTING OVERLAY FROM BRIDGE DECK 12/241

13                                                                                                                         286.00TON 5738618.00                    618.00 HMA FOR PAVEMENT REPAIR CL. 3/8 IN. PG 58H-22 332.00

14 238.00                                                                                                     57.00                     7,328.00174.00105.00138.00131.00TON 576623133.00                    23133.00 HMA CL. 3/8 IN. PG 58H-22 14,962.00

15 810.00                                                                                                     200.00                     24,850.00590.00360.00470.00450.00DOL583078460.00                    78460.00 JOB MIX COMPLIANCE PRICE ADJUSTMENT 50,730.00

16 1,350.00                                                                                                     330.00                     41,410.00990.00600.00780.00750.00DOL5835130750.00                    130750.00 COMPACTION PRICE ADJUSTMENT 84,540.00

17 251.00                                                                                                     60.00                     8,012.00184.00111.00146.00138.00DOL583724995.00                    24995.00 ASPHALT COST PRICE ADJUSTMENT 16,093.00

18 5.00                                                                                                     3.00                     3.00EACH699111.00                    11.00 HMA CORE-BRIDGE 

19                                                                                                                         10.00EACH10.00                    10.00 HMA CORE-GAUGE CORRELATION

20 28.00                                                                                                     102.00                     76.0056.00L.F.6511262.00                    262.00 HMA SAWCUT AND SEAL 

21 308.00                                                                                                                         L.F.6517308.00                    308.00 PAVED PANEL JOINT SEAL 

22                                                                                                                         DOL6516-1.00                    -1.00 CYCLIC DENSITY PRICE ADJUSTMENT -1.00

23                                                                                                                         37,500.00800.00480.00800.00DOL6518110380.00                    110380.00 SMOOTHNESS COMPLIANCE ADJUSTMENT 70,800.00

                                                                                                                                                                                            

                       EROSION CONTROL AND ROADSIDE PLANTING

24                                                                                                                         DAY 640313.00                    13.00 ESC LEAD 13.00

25 1.00                                                                                                     6.00                     6.00EACH647115.00                    15.00 INLET PROTECTION 2.00

26                                                                                                                         370.00L.F.6500370.00                    370.00 COMPOST SOCK 

27                                                                                                                         L.S.6488LUMP SUM                    LUMP SUM EROSION CONTROL AND WATER POLLUTION PREVENTION L.S.

                                                                                                                                                                                            

                       TRAFFIC

28                                                                                                                         213.00L.F.6711213.00                    213.00 BEAM GUARDRAIL TYPE 31 - 8 FT. LONG POST 

29                                                                                                                         300.00L.F.6757300.00                    300.00 BEAM GUARDRAIL TYPE 31 

30                                                                                                                         DOL74505000.00                    5000.00 REPAIR TRANSPORTABLE ATTENUATOR 5,000.00

31                                                                                                                         122.002.0011.00EACH6832330.00                    330.00 FLEXIBLE GUIDE POST 195.00

32                                                                                                                         73,372.001,056.00634.00703.00L.F.6806204995.00                    204995.00 PAINT LINE 129,230.00

33                                                                                                                         7,450.00L.F.68077450.00                    7450.00 PLASTIC LINE 

34                                                                                                                         189.0030.00L.F.6859339.00                    339.00 PLASTIC STOP LINE 120.00

35                                                                                                                         10.00EACH683312.00                    12.00 PLASTIC TRAFFIC ARROW 2.00

GROUP 
LEGEND

REVISIONDATE

US 12
CORN CREEK BR TO 0.5 MILES

W OF KOSMOS RD - PAVING
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SUMMARY OF QUANTITIES
DOT_RGG900

3/10/2023

US 12
32+83

TO
460+02

ITEM
 NO

SUB-TOTAL

SECTION
I-07.2(2)
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STANDARD

SPECS

SUB-TOTAL

SECTION
I-07.2(1)
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SPECS
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NO.
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GROUP 1 GROUP 1 GROUP 1 GROUP 1 GROUP 2 GROUP 1 GROUP 2 GROUP 1 GROUP 1 GROUP 3                                                             

BRIDGE
12/240

BRIDGE
12/241

BRIDGE
12/245

US 12
460+02

TO
462+13.20

US 12
462+13.20

TO
465+30

US 12
465+30

TO
470+58

US 12
470+58

TO
717+57

BRIDGE
12/249

THIRD
PARTY

DAMAGES

                                                                                                                        
***

ITEM

36                                                                                                                         56.001.00EACH6881165.00                    165.00 PLASTIC DRAINAGE MARKING 108.00

37                                                                                                                         4.640.100.060.04MI. 689312.90                    12.90 CENTERLINE RUMBLE STRIP 8.06

38                                                                                                                         0.500.100.060.04MI. 689216.00                    16.00 SHOULDER RUMBLE STRIP TYPE 2 15.30

39                                                                                                                         4.200.070.040.02HUND688910.96                    10.96 RECESSED PAVEMENT MARKER 6.63

40                                                                                                                         L.S.L.S.6890LUMP SUM                    LUMP SUM PERMANENT SIGNING 

41                                                                                                                         24,699.00528.00317.00211.00L.F.689568474.00                    68474.00 TEMPORARY PAVEMENT MARKING-SHORT DURATION 42,719.00

42 L.S.                                                                                                     L.S.                     L.S.L.S.L.S.L.S.L.S.L.S.L.S.6971LUMP SUM                    LUMP SUM PROJECT TEMPORARY TRAFFIC CONTROL L.S.

43                                                                                                                         DOL757250000.00                    50000.00 WORK ZONE SAFETY CONTINGENCY 50,000.00

44                                                                                                                         334.0024.00S.F.6982952.00                    952.00 CONSTRUCTION SIGNS CLASS A 594.00

45                                                                                                                         200.00L.F.6822200.00                    200.00 PLASTIC CROSSHATCH MARKING 

46                                                                                                                         1,784.00L.F.68181784.00                    1784.00 PLASTIC WIDE LINE 

                                                                                                                                                                                            

                       OTHER ITEMS

47 L.S.                                                                                                     L.S.                     L.S.L.S.7037LUMP SUM                    LUMP SUM STRUCTURE SURVEYING 

48                                                                                                                         1.00EACH70454.00                    4.00 MONUMENT CASE AND COVER 3.00

49 16,500.00                                                                                                                         DOL771516500.00                    16500.00 FORCE ACCOUNT BRIDGE DECK REPAIR BR. NO. 12/240

50                                                                                                                         16,500.00DOL771516500.00                    16500.00 FORCE ACCOUNT BRIDGE DECK REPAIR BR. NO. 12/241

51                                                                                                     5.00                     DOL77255.00                    5.00 REIMBURSEMENT FOR THIRD PARTY DAMAGE 

52                                                                                                                         DOL7728-1.00                    -1.00 MINOR CHANGE -1.00

53                                                                                                                         DOL7732-1.00                    -1.00 AGGREGATE COMPLIANCE PRICE ADJUSTMENT -1.00

54                                                                                                                         L.S.7736LUMP SUM                    LUMP SUM SPCC PLAN L.S.
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LEGEND

REVISIONDATE

US 12
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** STATE0123 210600



 

 

 

 

 

 

 

Plot 1

NOTES:

NOT TO SCALE

2

1

PLANING BITUMINOUS PAVEMENT

LEGEND:

3

A B

PARTIAL/FULL DEPTH
NUMBER

BRIDGE

BRIDGE PAVING SCHEDULE

CONTROL

GRADE

DEPTH

BITUMIN.

EXISTING

DEPTH

PAVING

14' GRADE CONTROLLED FULL 0.25' 0.25'

18'

14'

14'

18'

14' GRADE CONTROLLED

GRADE CONTROLLED

0.25'

0.15'

0.45'

FULL

N/A

0.15'

0.25'

0.15'

0.25'

L

*

STATION

*

*
*

*
*

N/A N/A N/A18.25' 18.25'

PARTIAL

LENGTH

BRIDGE

447'

410'

N/A

84'

EXISTING HMA DEPTH NEAR THE HEADERS

FINAL HMA COMPACTION DEPTH MUST MATCH 

HMA CL. 3/8 IN. PG 58H-22

EXISTING BRIDGE DECK

C

A

1

RS1

 

US 12

CORN CREEK BR TO 0.5 MILES

NO PAVING WORK ON BR.

NHPP-0012(260)

REMOVAL DEPTH

12/240

12/241

12/245

12/249

21X307 6

37

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

P. MASON

C. FRANCIS

REMOVING EXISTING OVERLAY FROM BRIDGE DECK 12/_

L

ROADWAY SECTION A

EXISTING BRIDGE DECK

C

A

DEPTH VARIES SEE BELOW
1 2

WATERPROOF MEMBRANE 

ROADWAY SECTION B 3
0.25'

LENGTH, WIDTH, AND EXISTING DEPTH DIMENSIONS ARE +/-

L 32+83 TO L 37+30

L 45+42 TO L 49+52

L 438+01 TO L 439+31

L 497+44 TO L 498+28

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/10/2023

12:38:55 PM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_RS.dgn

10

SEE SHEET CT1

B

B

3.

2.

1.

SEE BRIDGE PAVING SCHEDULE THIS SHEET

SEE BRIDGE PAVING SCHEDULE THIS SHEET

CAEO

CONSTRUCTION LOAD RESTRICTIONS.

SEE SHEET BA3 AND BA4 FOR BRIDGE 

JOINT DETAILS.

SEE SHEET BA1 AND BA2 FOR EXPANSION 

DRAIN DETAILS AND LOCATIONS.

JOINT, HMA SAWCUT AND SEAL, AND BRIDGE 

SEE SHEET PD2 AND PD3 FOR PAVED PANEL 

ROADWAY SECTIONS

W OF KOSMOS RD - PAVING

BRIDGE 12/240 (MATCH EXISTING SUPER ELEVATION)

BRIDGE 12/241 (MATCH EXISTING 2% MIN.)

BRIDGE 12/249 (MATCH EXISTING 2% MIN.)

SEE BELOW SEE BELOW

SEE BELOW SEE BELOW

S
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EXISTING ROADWAY

L

NOT TO SCALE

NOTES:

1

2

SEE SHEET PR1 FOR PAVEMENT REPAIR.

 

 

 

 

 

  

  

 

 

  

2

1

PLANING BITUMINOUS PAVEMENT

LEGEND:

EXISTING ROADWAY

LC

12'

21
0.15'

ROADWAY SECTION D
1

EDGE LINE EDGE LINE

12' - 24'
VARIES

HMA CL. 3/8 IN. PG 58H-22

C

12' 12'

21
0.15'

1

EDGE LINE EDGE LINE

3

2' 2'

RUMBLE STRIP
3 RUMBLE STRIP

3

2'

RUMBLE STRIP
3

RS2
US 12

CORN CREEK BR TO 0.5 MILES

4' - 7'
VARIES

4' - 7'
VARIES

4' - 7'
VARIES

4.5' - 9'
VARIES

NHPP-0012(260)

EXISTING ROADWAY

LC

12' 12'

21
0.15'

1

EDGE LINE EDGE LINE

2'

RUMBLE STRIP
3

4' - 7'
VARIES

PAVING LIMITS.

SEE SHEET PD1 FOR US 12 / 7TH STREET 

21X307 7

37

ROADWAY SECTION E

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

P. MASON

C. FRANCIS

0' - 69'
VARIES

2

WIDTH DIMENSIONS ARE +/-

ROADWAY SECTION C

STA. L 490+00   TO  STA. L 497+06

STA. L 462+30   TO  STA. L 472+90

STA. L 439+31   TO  STA. L 460+35

STA. L 420+76   TO  STA. L 438+01

STA. L 257+85   TO  STA. L 345+38

STA. L 460+35  TO  STA. L 462+30

STA. L 345+38  TO  STA. L 420+76

STA. L 49+52   TO  STA. L 257+85

STA. L 37+30   TO  STA. L 45+42

FILE NAME
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DATE
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DATE DATE
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WASH
PLOTTED BY

PLAN REF NO

geistr

3/10/2023

12:38:56 PM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_RS.dgn

10

SEE SHEET CT1

MATCH EXISTINGMATCH EXISTING

MATCH EXISTINGMATCH EXISTING

MATCH EXISTINGMATCH EXISTING

EXISTING S
LOPE EXISTING SLOPE

EXISTING S
LOPE EXISTING SLOPE

EXISTING SLOPE

CAEO

SCHEDULE.

SEE SHEET MC1 FOR RUMBLE STRIP 

ROADWAY SECTIONS

EXISTING ROADWAY

7TH STREET

W OF KOSMOS RD - PAVING
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DATE
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ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY
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OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE
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NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/10/2023

12:38:55 PM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_RS.dgn

10

 

 

 

 

 

  

  

 

 

  

 

RS3

EXISTING ROADWAY

LC

EDGE LINE

12'

EDGE LINE

12'

1
ROADWAY SECTION H

NOT TO SCALE

NOTES:

1

2

SEE SHEET PR1 FOR PAVEMENT REPAIR.

2

1

PLANING BITUMINOUS PAVEMENT

LEGEND:

HMA CL. 3/8 IN. PG 58H-22

3

EXISTING ROADWAY

LC

21
0.15'

ROADWAY SECTION F
1

LANE LINE EDGE LINE

2'

RUMBLE STRIP
3

EDGE LINE

US 12

CORN CREEK BR TO 0.5 MILES

4.5' - 8'

VARIES

4.5' - 18'

VARIES

4.5' - 9'

VARIES

NHPP-0012(260)

LANE LINE

12'

THRU LANE

12'

THRU LANE

EXISTING ROADWAY

LC

21
0.15'

ROADWAY SECTION G
1

LANE LINE EDGE LINE

2'

RUMBLE STRIP
3

EDGE LINE LANE LINE

12'

THRU LANE

12'

THRU LANE

LIMITS. 

SEE SHEET PD1 FOR US 12 / SR 7 PAVING 

21X307 8

37

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

P. MASON

C. FRANCIS

0' - 142'

VARIES

2

0' - 12'

VARIES

TURN POCKET

ACCELERATION LANE

0' - 17'

VARIES

TURN POCKET

ACCELERATION LANE

0' - 17'

VARIES

TURN POCKET

ACCELERATION LANE

0' - 12'

VARIES

TURN POCKET

ACCELERATION LANE

1
0.15'

2

WIDTH DIMENSIONS ARE +/-

4' - 7'

VARIES

4' - 7'

VARIES

STA. L 482+30   TO  STA. L 490+00

STA. L 472+90   TO  STA. L 480+27

STA. L 480+27   TO  STA. L 482+30

STA. L 498+28   TO  STA. L 717+57

STA. L 497+06   TO  STA. L 497+44

SEE SHEET CT1

MATCH EXISTINGMATCH EXISTING

MATCH EXISTINGMATCH EXISTING

MATCH EXISTINGMATCH EXISTING

EXISTING S
LOPE

EXISTING S
LOPE EXISTING SLOPE

EXISTING SLOPE

EXISTING SLOPE

CAEO

SCHEDULE.

SEE SHEET MC1 FOR RUMBLE STRIP 

ROADWAY SECTIONS

EXISTING ROADWAY

SR 7

W OF KOSMOS RD - PAVING

S
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WASHIN
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SHEET
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Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/14/2023

6:53:16 AM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_PD.dgn

10

 

 

 

 

 

  

 

 

 

 

 

 

 
  

  

 

Plot 1

R. GEIST

L. ALVORD

CAEO

P. MASON

C. FRANCIS

US 12

CORN CREEK BR TO 0.5 MILES

W OF KOSMOS RD - PAVING

PAVING DETAILS

PD1

9

37

US 12

7
T

H
 

S
T

R
E

E
T

US 12

S
R
 
7

PAVING LIMITS
US 12 / SR 7

PAVING LIMITS
US 12 / 7TH STREET

1 2

1 2

+/- 69'

+/- 142'

SCALE IN FEET

0 25 50

L LINE

L LINE

EXISTING DOTTED EXTENSION LINE

LEGEND

EXISTING DOUBLE YELLOW CENTERLINE

EXISTING EDGE LINE

EXISTING PAVEMENT EDGE

EXISTING WIDE LANE LINE

EXISTING STOP LINE

CONSTRUCTION ALIGNMENT

ADDITIONAL PAVING LIMIT

2

1

LEGEND:

PLANING BITUMINOUS PAVEMENT

HMA CL. 3/8 IN. PG 58H-22

NOTES:

                          

ALL DEPTHS SHOWN ARE COMPACTED DEPTHS.

2.

1.

21x307

NHPP-0012(260)
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N
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SEE SHEET CT1

STAKED BY THE ENGINEER.

"US 12 / 7TH STREET" AND "US 12 / SR 7" PAVING LIMITS WILL BE 

480



`

EXISTING BRIDGE NO. 12/241

US 12

PAVED PANEL JOINT SEAL DETAIL

MEMBRANE 
WATERPROOF

CONCRETE

 HMA  HMA 

3
 1/2"

EXISTING BRIDGE NO. 12/240

US 12

`

R=8
"

CONCRETE

3/8" +/- 1/8"

EXISTING JOINT
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ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY
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OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/14/2023

6:53:17 AM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_PD.dgn
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Plot 2

R. GEIST

L. ALVORD

CAEO

P. MASON

C. FRANCIS

US 12

CORN CREEK BR TO 0.5 MILES

W OF KOSMOS RD - PAVING

PAVING DETAILS

PD2

10

37

SECTION A

BRIDGE DRAIN DETAIL A 

SECTION A

SEE BELOW

108' - 0" 265' - 6 5/8" 72' - 9"

`
PIER 1

`
PIER 2

`
PIER 3

`
PIER 4

410' - 0"

`
PIER 1

`
PIER 4

BRIDGE DRAIN TO REMAIN PLUGGED BRIDGE DRAIN TO REMAIN PLUGGED

SHEET
OPEN. SEE DETAIL A THIS 
BRIDGE DRAIN TO REMAIN 

8"

BRIDGE DRAIN

BARRIER FACE

`
BRIDGE DRAIN

BARRIER FACE

MEMBRANE 
WATERPROOF

HMA OVERLAY

NOTES:

TO BE STAKED BY ENGINEER.

PANEL JOINTS ON BRIDGE 12/240. ALIGNMENT

USE DETAIL ON THIS SHEET FOR PAVED

28' - 0"

28' -0"

SEE STANDARD PLAN A-40.20-04.

NEW HMA SAWCUT AND SEAL.
EXISTING EXPANSION JOINT TO REMAIN.

21x307

NHPP-0012(260)

JOINT SEAL

PAVED PANEL

2

1

2

3

REMAIN PLUGGED
BRIDGE DRAIN TO

NO WORK

EXISTING EXPANSION JOINT

(QTY. 11 THIS BRIDGE)
SEE DETAIL THIS SHEET
NEW PAVED PANEL JOINT SEAL

NO WORK

EXISTING EXPANSION JOINT

NO WORK

EXISTING EXPANSION JOINT

1

SHEET. (QTY. 6 THIS BRIDGE)
OPEN. SEE DETAIL A THIS 
BRIDGE DRAIN TO REMAIN 

NEW HMA SAWCUT AND SEAL.
SEE SHEETS BA1 AND BA2. 
EXPANSION JOINT MODIFICATION.

NEW HMA SAWCUT AND SEAL.
SEE SHEETS BA1 AND BA2. 

EXPANSION JOINT MODIFICATION.
11

      

SECTION 5-05.3(8)B.

ACCORDANCE WITH STANDARD SPECIFICATION

SPECIFICATION SECTION 5-05.3(8) AND SEALED IN

SAWCUT SHALL BE AS DESCRIBED IN STANDARD
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SEE SHEET CT1



SECTION B

BRIDGE DRAIN DETAIL B

EXISTING BRIDGE NO. 12/249

US 12

`
PIER 1

`
PIER 4

84' - 2 7/8"

8"

8"

8"
SECTION B

SEE BELOW

AND INLAY
HMA GRIND

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/14/2023

6:53:18 AM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_PD.dgn
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R. GEIST

L. ALVORD

CAEO

P. MASON

C. FRANCIS

US 12

CORN CREEK BR TO 0.5 MILES

W OF KOSMOS RD - PAVING

PAVING DETAILS

PD3

11

37

36' - 0"

NOTES:

SEE STANDARD PLAN A-40.20-04.

45°

EXISTING BRIDGE NO. 12/245

US 12

`
PIER 1

`
PIER 4

36' - 6

129' - 6"

21x307

NHPP-0012(260)

NEW HMA SAWCUT AND SEAL.

1

1

NEW HMA SAWCUT AND SEAL. 1

73°

SHEET. (QTY. 6 THIS BRIDGE)
OPEN. SEE DETAIL B THIS 
BRIDGE DRAIN TO REMAIN 

NEW HMA SAWCUT AND SEAL.1

NEW HMA SAWCUT AND SEAL. 1
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STATION WIDTH (FT) LENGTH (FT) WIDTH (FT) LENGTH (FT)
L 37+26 ‐ L 37+31 14 5 0.85 8 0.85 5
L 37+26 ‐ L 37+31 14 5 0.85 8 0.85 5
L 49+52 ‐ L 49+64  14 12 0.85 19 0.85 11
L 49+52 ‐ L 49+64 14 12 0.85 19 0.85 11
L 120+06 ‐ L 121+38 4 132 0.45 59 0.45 18
L 159+06 ‐ L 160+10 4 104 0.45 46 0.45 14
L 190+78 ‐ L 194+70 5 392 0.45 218 0.45 67
L 190+78 ‐ L 196+76 14 598 0.25 930 0.25 158
L 196+86 ‐ L 199+36 5 250 0.45 139 0.45 43
L 525+88 ‐ L 526+88 16 100 *0‐0.45 178 0.45 55
L 525+88 ‐ L 526+88 19 100 *0‐0.45 211 0.45 65
L 636+85 ‐ L 638+85  14 200 *0‐0.45 311 0.45 95
L 700+23 ‐ L 701+83 13 160.00 *0‐0.45 231 0.45 71

TOTAL 2377 TOTAL 618

HMA DEPTH (FT)
QUANTITY 
(TONS)

LEFT RIGHT REMOVAL DEPTH 
(FT) QUANTITY (SY)



 

 

 

 

 

 

 

Plot 1

MK1

 

US 12

CORN CREEK BR TO 0.5 MILES

PAVEMENT MARKING
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PAVEMENT STRIPING SCHEDULE

NHPP-0012(260)

NOTES:
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21X307 13

37

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

P. MASON

C. FRANCIS

2

2

2

STATION

AHEAD

STATION

AHEAD

STATION

AHEAD

STATION

AHEAD

STATION

AHEAD

STATION

AHEAD

SEE SHEET CT1

CAEO

3

3
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TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/14/2023

7:10:39 AM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_MK.dgn

10

W OF KOSMOS RD - PAVING

SEE STANDARD PLAN M-20.10.

SEE STANDARD PLAN M-24.20.

BETWEEN 472+90 AND 489+90.

SEE SHEET MK2 FOR ADDITIONAL STRIPING DETAILS 
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DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/14/2023

7:10:24 AM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_MK.dgn
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Plot 3

US 12

CORN CREEK BR TO 0.5 MILES

PAVEMENT MARKING

NHPP-0012(260)

21X307 14

37

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

P. MASON

C. FRANCIS

SEE SHEET CT1

CAEO

US 12 / SR 7 STRIPING DETAILS

1
2
'

1
2
'

1
2
'

1
2
'

1
2
'

1
7
'
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'

1
2
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1
2
'

1
2
'

1
7
'

1
7
'

1
2
'

1
2
'

12'
14'

12'

480+18 8.5' RT

TYPE 2L TRAFFIC ARROW

478+97 8.5' RT

TYPE 2L TRAFFIC ARROW

482+32 24' LT

TYPE 2R TRAFFIC ARROW

485+27 20' LT

TYPE 2R TRAFFIC ARROW

477+05 18' LT

TYPE 6L TRAFFIC ARROW

478+60 18' LT

TYPE 6L TRAFFIC ARROW

484+20 8.5' RT

TYPE 6R TRAFFIC ARROW

481+13 100' LT

TYPE 2SL TRAFFIC ARROW

480+96 101' LT

TYPE 2SR TRAFFIC ARROW

NOTES:

1

2

3

SCALE IN FEET

0 25 50
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L
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L
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E
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1 2 3

M
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C
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L
IN

E
 
4
7
6
+
9
8

LEGEND

CONSTRUCTION CENTERLINE

EXISTING EDGE PAVED SHOULDER

1
7
'

1
2
'

1
2
'

1
2
'

485+70 8.5' RT

TYPE 6R TRAFFIC ARROW

1
2
'

1
2
'

476+52 12' LT

TAPER POINT

481+03 12' LT

ANGLE POINT

485+82 17' RT

TAPER POINT

US 12

PLASTIC WIDE LINE NEW

PLASTIC STOP LINE NEW

481+03 23' LT

BEGIN PLASTIC STOP LINE

W OF KOSMOS RD - PAVING

480+67 12' LT

BEGIN PLASTIC WIDE LINE

481+03 46' LT

END PLASTIC WIDE LINE

481+15 167' LT

END PLASTIC WIDE LINE

SEE STANDARD PLAN M-20.10.

SEE STANDARD PLAN M-24.20.

SEE STANDARD PLAN M-24.60.

4

5

6

SEE STANDARD PLAN M-24.40.

SEE STANDARD PLAN M-3.50.

4 5 6

478+42 12' LT

BEGIN PLASTIC WIDE LINE

END PLASTIC DOTTED EXTENSION LINE

481+03 168' LT

END PLASTIC EDGE LINE

472+90 12' RT

BEGIN PLASTIC EDGE LINE

PLASTIC EDGE LINE NEW

PLASTIC DOUBLE CENTERLINE NEW

PLASTIC DOTTED EXTENSION LINE

472+90 12' LT

BEGIN PLASTIC EDGE LINE

BEGIN PLASTIC DOTTED EXTENSION LINE

472+90 CL

BEGIN PLASTIC DOUBLE CENTERLINE

BEGIN PLASTIC DOUBLE CENTERLINE

481+29 164' LT

END PLASTIC DOUBLE CENTERLINE

481+41 162' LT

BEGIN PLASTIC EDGE LINE

BEGIN PLASTIC EDGE LINE

485+53 12' LT

BEGIN PLASTIC DOTTED EXTENSION LINE

END PLASTIC WIDE LINES

480+96 CL

END PLASTIC DOUBLE CENTERLINE

481+17 23' LT

END PLASTIC STOP LINE

BEGIN PLASTIC DOUBLE CENTERLINE

481+84 CL

BEGIN PLASTIC DOUBLE CENTERLINE

484+32 17' RT

BEGIN PLASTIC DOTTED EXTENSION LINE

END PLASTIC WIDE LINE

L 489+90 12' RT

END PLASTIC EDGE LINE

L 489+90 CL

END PLASTIC DOUBLE CENTERLINE

END PLASTIC DOTTED EXTENSION LINE

L 489+90 12' LT

END PLASTIC EGDE LINE

END PLASTIC DOTTED EXTENSION LINE

TYP.
25'

8" PLASTIC CROSSHATCH MARKING TYP.

12" PLASTIC CROSSHATCH MARKING TYP.

MARKING TYP.

12" PLASTIC CROSSHATCH 

TYP.
40'

1
2
'

482+12 30' LT

END PLASTIC WIDE LINE

481+71 12' LT

BEGIN PLASTIC WIDE LINE

481+71 18' LT

BEGIN PLASTIC WIDE LINE

475+96 17' RT

BEGIN PLASTIC DOTTED EXTENSION LINE

END PLASTIC DOUBLE CENTERLINE

35'R

R 50'

478+84 17' RT

BEGIN PLASTIC WIDE LINE

END PLASTIC DOTTED EXTENSION LINE

483+88 18' LT

TAPER POINT
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SHALL BE PLASTIC.
STA 472+90 TO STA 489+90 
ALL LINES SHOWN BETWEEN 

480

475

485



SIDE ROAD STRIPING SCHEDULE
1 2

US 12

STOP LINE

INCREASING STATION

BK STA. EDGE LINE

AHD STA. EDGE LINE

BK STA. EDGE LINE

STOP LINE

AHD STA. EDGE LINE

APPROX. WSDOT R/W

APPROX. WSDOT R/W

DOTTED EXTENSION LINE 

DOTTED EXTENSION LINE

OMIT CENTERLINE STRIPING THROUGH INTERSECTIONS

 

 

 

 

 

 

 

  

Plot 3

US 12

CORN CREEK BR TO 0.5 MILES

PAVEMENT MARKING

NHPP-0012(260)

21X307 15

37

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

P. MASON

C. FRANCIS

SEE SHEET CT1

CAEO
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Washington State
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/14/2023

7:10:37 AM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_MK.dgn

10 MK3

NOTES:

1

2

W OF KOSMOS RD - PAVING

DOUBLE CENTERLINE

DOUBLE CENTERLINE 

4" ON ALL SIDE ROADS EXCEPT SR 7 WHICH WILL BE 12".

THE LINES OF THE DOUBLE CENTERLINE SHALL BE

SEE STANDARD PLAN M-20.10. THE DISTANCE BETWEEN
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TYPICAL SIDE ROAD STRIPING LAYOUT

2'-0" WIDE PLASTIC.

SEE STANDARD PLAN M-24.60. ALL STOP LINES SHALL BE 
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MONUMENT CASE & COVER

NHPP-0012(260)

US 12

CORN CREEK BR TO 0.5 MILES

SHOULDER RUMBLE STRIPS

1
INLET PROTECTION SCHEDULE

CENTERLINE RUMBLE STRIPS

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER
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WASH
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PLAN REF NO

geistr
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7:10:25 AM
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NOTES:

5

MISCELLANEOUS DETAILS

MC1

9

1

2

3

4

2

2

3

4

21X307 16

37

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

P. MASON

C. FRANCIS

6 7

8

7

GUARDRAIL REPLACEMENT

SEE SHEET CT1

CAEO

INSTALLATION DETAIL

MONUMENT CASE & COVER

 
1
/4
"

 10"  R.

1
2
 
3
/4
"

 CONCRETE BASE

 6"

5
COMPOST SOCK SCHEDULE

6

8

9

GRANULAR MATERIAL

W OF KOSMOS RD - PAVING

SEE STANDARD PLAN I-40.20.

SEE STANDARD PLAN M-65.10.

SEE STANDARD PLAN C-20.10.

SEE STANDARD PLAN C-25.80.

DETAILS.

THIS SHEET AND SPECIAL PROVISION 8-13.3 FOR INSTALLATION 

SEE STANDARD PLAN A-10.30 FOR MONUMENT CASE DETAILS. SEE 

OVER RUMBLE STRIPS PRIOR TO STRIPING.

STANDARD SPECIFICATION 5-02. FOG SEAL SHALL BE APPLIED 

RUMBLE STRIPS SHALL BE FOG SEALED IN ACCORDANCE WITH 

REPLACEMENT.

DOWN SLOPE FROM GUARDRAIL PRIOR TO GUARDRAIL 

SEE STANDARD PLAN I-30.40. COMPOST SOCK SHALL BE INSTALLED 

POST.

GUARDRAIL RUN SHALL BE BEAM GUARDRAIL TYPE 31 - 8 FT. LONG 
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USED.

SEE STANDARD PLAN M-60.20. RUMBLE STRIP TYPE 2 SHALL BE 



 

 

 

 

 

  

 

 

 

 

 

 

 
  

  

 

NHPP-0012(260)

US 12

CORN CREEK BR TO 0.5 MILES

RECESSED PAVEMENT MARKERS

NOTES:

1

2

3

4

5

MISCELLANEOUS DETAILS

MC2

1 56

7

6 7

21X307 17

37

1 4

1 3

1 2

FOR CURVES

FLEXIBLE GUIDE POSTS

FOR LANE REDUCTION

FLEXIBLE GUIDE POSTS

FOR INTERSECTIONS

FLEXIBLE GUIDE POSTS

FOR BRIDGE ENDS
FLEXIBLE GUIDE POSTS

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

P. MASON

C. FRANCIS

SEE SHEET CT1

CAEO
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8

8

W OF KOSMOS RD - PAVING

SEE STANDARD PLAN M-40.10.

SEE STANDARD PLAN M-40.50.

SEE STANDARD PLAN M-40.30.

SEE STANDARD PLAN M-40.60.

SEE STANDARD PLAN M-40.40.

SEE STANDARD PLAN M-20.30.

SEE STANDARD PLAN M-20.40.

Plot 6

SEAL SHALL BE APPLIED PRIOR TO STRIPING.

SEALED IN ACCORDANCE WITH STANDARD SPECIFICATION 5-02. FOG 

RECESSED PAVEMENT MARKER RECESSES ARE SHALL BE FOG 
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DRAINAGE MARKING

DM1
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G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

P. MASON

C. FRANCIS

SEE SHEET CT1

CAEO 
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DRAINAGE STRUCTURE INLET MARKING

CROSS CULVERT DRAINAGE MARKING

PLASTIC DRAINAGE MARKING SCHEDULE
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Plot 7

W OF KOSMOS RD - PAVING

SEE STANDARD PLAN M-24.60.
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SIGN NOT BEING RELOCATED SHALL BE DISPOSED OF BY THE CONTRACTOR.                                                                                                                        PRECAST BASES ARE NOT PERMITTED.

CONSTRUCTION NOTES:

SIGN FOUNDATION NOT BEING REUSED SHALL BE REMOVED AND DISPOSED OF BY THE CONTRACTOR.

FOR CODE REFERENCES AND STANDARD DETAILS SEE WASHINGTON STATE SIGN FABRICATION MANUAL.                                                                      ALL SIGNS 36" OR WIDER REQUIRE SIGN BRACING PER STANDARD PLAN G-50.10-03.
FOR STRUCTURE AND MOUNTING DETAILS SEE STANDARD PLAN SHEET SERIES "G".                                                                                                             ALL 2.5" SINGLE POST SHALL BE MOUNTED ON ST-4 SUPPORT.
POST LENGTHS SHOWN ARE APPROXIMATE.  FINAL VALUES SHALL BE DETERMINED IN THE FIELD PRIOR TO FABRICATION.

X Y H1 H2 H3 H4 V W
1 36" 36" IV STEEL 2.5" SQ. 13' 8' 14'
2 30" 36" IV 5'
3 36" 30" IV LUM POLE N/A 7'

R1-1
R3-702

R3-801MOD

STANDARD

SEE REMARKS

SIGN 
DESCRIPTION

LETTER SIZE 
OR CODE

SIGN SIZESIGN 
CODE

L 480+88 (365' LT)RIGHT AND LEFT TURN ONLY

POST 
MATERIAL

POST 
SIZE

CLEARANCEPOST LENGTH

REMARKS

MOUNTED BELOW SIGN #1

SIGN INSTALLATION SPECIFICATIONS

SIGN 
NO.

SHEETING 
TYPE

STOP SIGN
RIGHT TURN PERMITTED WITHOUT STOPPING

STA. LOC. 
(or MP)

L 480+44 (61.5' LT)

MOUNT ON EXISTING LUMINAIRE. SEE DETAIL THIS SHEET

X Y
1 48" 48" STEEL 2.25" SQ. 1

SIGN 
CODE
R1-1

SIGN REMOVAL SPECIFICATIONS

SIGN 
NO.

POST 
MATERIAL REMARKS

STOP SIGN

SIGN 
DESCRIPTION

# OF 
POSTS

STA. LOC. 
(or MP)

SIGN SIZE

L 480+54 (78' LT)

POST 
SIZE



124'-0"

   

PLAN

SEE OVERLAY REQUIREMENTS ON ROADWAY SECTION SHEET RS1.3.

AND PROCEEDING WITH CONSTRUCTION.

ALL DIMENSIONS SHALL BE FIELD MEASURED BY THE CONTRACTOR PRIOR TO ORDERING MATERIALS 

EXISTING FEATURES AND DIMENSIONS ARE BASED ON INSPECTION REPORTS AND AS-BUILT PLANS.2.

BRIDGE, AND MUNICIPAL CONSTRUCTION-ENGLISH, DATED 2023.

WASHINGTON STATE DEPARTMENT OF TRANSPORTATION STANDARD SPECIFICATIONS FOR ROAD, 

ALL MATERIAL AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF THE 1.

GENERAL NOTES:

EXPANSION JOINT MODIFICATION

LEGEND:

SECTION, ELEVATION, OR VIEW WAS TAKEN
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20

W OF KOSMOS RD - PAVING

CORN CREEK BR TO 0.5 MILES

US 12

 

BA1

21X307

Swantak, S

Phillips, D

 

Rosa, MA

Rosa, MA

 

Leland, AC

 

EXIST. BR. NO. 12/241 US 12
S 53°01'00" E

A
BA2

A
BA2

410'-0" BK. TO BK. OF PAV'T SEATS

124'-0" 162'-0" 124'-0"

L
IM

IT
S

 O
F

R
C

S
 S

E
A

L

R
E

P
L

A
C

E
M

E
N

T

2
8

'-
0

" 7.98 MILES

TO MORTON
2.29 MILES

TO MOSSYROCK

BK. OF PAV'T SEAT

PIER 4BK. OF PAV'T SEAT

PIER 1

REPLACE RCS SEAL

EXPANSION JOINT MODIFICATION.

REPLACE RCS SEAL

EXPANSION JOINT MODIFICATION.

FOR DETAILS

ON SHEET PD2

SEE BRIDGE DRAIN PLAN

BRIDGE DRAIN (TYP.)

� PIER 2 � PIER 3

LEWIS COUNTY
SEC. 9, T. 12N., R.3E., W.M.

01-2023

01-2023

01-2023

01-2023

02-2023

01-2023
SEE SHT CT1
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W OF KOSMOS RD - PAVING

CORN CREEK BR TO 0.5 MILES

US 12

 

BA2

21X307

Swantak, S

Phillips, D

 

Rosa, MA

Rosa, MA

 

Leland, AC

 

SEE DETAIL B
—

SEE DETAIL B
—

SECTION A
BA1 

SECTION     A
BA1 

DETAIL B
__ 

DETAIL B
__ 

SEALANT AND BACKER ROD
REMOVE EXISTING JOINT

(TYP.)EXISTING CONCRETE HEADER 
PRESERVE AND PROTECT

~ CUT TO FIT AS SHOWN
BACKER ROD (BOND BREAKER)

"
4

1
0

"
8

5  

"
2

1

"
8

5  

"
2

1

PAVEMENT SEAT
BACK OF

EXISTING CONCRETE HEADER 
PRESERVE AND PROTECT

EXISTING CONCRETE HEADER
PRESERVE AND PROTECT

ROADWAY SECTION SHEET RS1
SEE OVERLAY REQUIREMENTS ON

REMOVE EXISTING ASPHALT SURFACE

(TYP.)TOP OF EXISTING CONCRETE BRIDGE DECK 

PAVEMENT SEAT
BACK OF

EXISTING CONCRETE HEADER

EXISTING CONCRETE HEADER ON ROADWAY SECTION SHEET RS1
OVERLAY REQUIREMENTS
TOP OF OVERLAY - SEE

WATERPROOF MEMBRANE

STEEL RISER BARS
PRESERVE AND PROTECT

STEEL RISER BARS
PRESERVE AND PROTECT

JOINT SEALANT
RAPID CURE SILICONE

BY MANUFACTURER
PRIMER AS REQUIRED

� JOINT � JOINT

� JOINT � JOINT

EXISTING CONDITION MODIFIED CONDITION

EXISTING CONDITION MODIFIED CONDITION

SEE SHT CT1 SEE SHT CT1

01-2023

01-2023

01-2023

01-2023

02-2023

01-2023
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HMA PAVING

BRIDGE CONSTRUCTION LOAD RESTRICTION 37
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W OF KOSMOS RD - PAVING

CORN CREEK BR TO 0.5 MILES

US 12

 

BA3

21X307

Swantak, S

Phillips, D

 

Rosa, MA

Rosa, MA

 

Leland, AC

 

NO50,00050,00012/241

NO50,00050,00012/240

MAX. GROSS WT. (LBS)MAX. GROSS WT. (LBS)
PLANING

FULL DEPTH HAUL TRUCK
EQUIPMENT

ROTARY MILLING / PLANING 

BRIDGE NO.

50,00034,00012/241

50,00034,00012/240

MAX. GROSS WT. (LBS)MAX. GROSS WT. (LBS)

HAUL TRUCKSCRAPING EQUIPMENT
BRIDGE NO.

10'-0" MIN. 20'-0" MIN.

PLANER HAUL TRUCK

HAUL TRUCKSCRAPER

BITUMINOUS PAVEMENT REMOVAL TRAIN - NO PLANER

ALL SPECIFIED MAXIMUM GROSS WEIGHTS ARE THE EQUIPMENTS FULLY LOADED WEIGHT.2.

ALLOWED ON A BRIDGE AT A TIME.

BE RESTRICTED TO THE SPECIFIED BITUMINOUS PAVEMENT REMOVAL TRAINS. ONLY ONE REMOVAL TRAIN IS 

DURING BITUMINOUS PAVEMENT REMOVAL WORK ON BRIDGES, CONSTRUCTION LOADS ON THE BRIDGE SHALL 1.

BITUMINOUS PAVEMENT REMOVAL NOTES:

BITUMINOUS PAVEMENT REMOVAL TRAIN - PLANER

SEE SHT CT1 SEE SHT CT1

01-2023

01-2023

01-2023

01-2023

02-2023

01-2023
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W OF KOSMOS RD - PAVING

CORN CREEK BR TO 0.5 MILES

US 12

 

BA4
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Swantak, S

Phillips, D

 

Rosa, MA

Rosa, MA

 

Leland, AC

 

70'-0"42,00040,00030'-0"25,00020'-0"25,00020'-0"30,000* 12/241

-----50,00050,00020'-0"30,00020'-0"30,00020'-0"30,000* 12/240

MIN. SPACING
WT. (LBS)

MAX. GROSS VEHICLE 

VEHICLE WT. (LBS)

MAX. GROSS 
MIN. SPACING

VEHICLE WT. (LBS)

MAX. GROSS 
MIN. SPACING

VEHICLE WT. (LBS)

MAX. GROSS 
MIN. SPACING

VEHICLE WT. (LBS)

MAX. GROSS 

LOHAUL TRUCKHMA PAVERL11ST ROLLERL22ND ROLLERL33RD ROLLER

BRIDGE NO.

HAUL TRUCK LOADING PAVER

HMA PAVING TRAIN

L3 L2 L1
3RD ROLLER 2ND ROLLER 1ST ROLLER HMA PAVER HAUL TRUCK

DISTANCES (L#) IS THE DISTANCE BETWEEN VEHICLE AXLES.7.

WEIGHTS FROM BEING EXCEEDED.

CONTROL PLAN SHALL INCLUDE CONTRACTOR'S MEANS, METHODS AND QUALITY CONTROL PLAN TO PREVENT THE MAXIMUM EQUIPMENT 

THE CONTRACTOR SHALL SUBMIT A PAVING LOAD CONTROL PLAN TO THE ENGINEER AS TYPE 2 WORKING DRAWINGS. THE PAVING LOAD 

WHEN THE CAPACITY OF THE PROPOSED HMA PAVER HAUL TRUCK EXCEEDS THE MAXIMUM WEIGHT ALLOWED IN THE HMA PAVING TRAIN, 6.

PAVING MACHINE OPERATING WEIGHT + SCREED WEIGHT + WEIGHT OF HMA IN THE HOPPER.

ALL SPECIFIED MAXIMUM GROSS WEIGHTS ARE THE EQUIPMENTS FULLY LOADED WEIGHT. EXAMPLE: THE HMA PAVER WEIGHT = HMA 5.

AND SHALL BE SPACED AT LEAST L3 FT. APART.

ADDITIONAL ROLLERS MAY BE USED BEHIND THE 3RD ROLLER. ADDITIONAL ROLLERS SHALL MEET THE REQUIREMENTS FOR THE 3RD ROLLER, 4.

LOADED, THE EMPTY HAUL TRUCK SHALL MOVE OFF THE BRIDGES MARKED WITH AN ASTERISK (*).

HMA PAVER HOPPER IS NEARLY EMPTY, THE HAUL TRUCK MAY BACK UP TO THE HMA PAVER AND LOAD THE HOPPER. ONCE THE HOPPER IS 

HAUL TRUCKS SHALL REMAIN OFF OF BRIDGE MARKED WITH AN ASTERISK (*) UNTIL THE HMA PAVER HOPPER IS NEARLY EMPTY. WHEN THE3.

THE USE OF MTV'S AND/OR WINDROWS IS NOT ALLOWED.2.

TRAINS. ONLY ONE HMA PAVING TRAIN IS ALLOWED ON A BRIDGE AT A TIME.

DURING HMA PAVING WORK ON BRIDGES, CONSTRUCTION LOADS ON THE BRIDGE SHALL BE RESTRICTED TO THE SPECIFIED HMA PAVING 1.

BRIDGE HMA PAVING NOTES:

LO

SEE SHT CT1 SEE SHT CT1

01-2023

01-2023

01-2023

01-2023

02-2023

01-2023
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US 12

CORN CREEK BR TO 0.5 MILES

MORTON

Swofford

Pond

R
I
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Mossyrock

Dam

2
N

D
 
 

S
T

MAIN AVE

T. 13 N.

T. 12 N.

R
. 
4
 
E
.

R
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3
 
E
.

SIMMONS
CREEK

2 MILES

TO MOSSYROCK

F
O

R
K
S

T
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O

N

C
O

N
N
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T
IL

T
O

N

RIVER

M
IN

N
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C
R

E
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K

J
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H
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S
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N

CREEK

S
A

N
D

C
R

E
E

K

DAVIS

LAKE S
T
E
F
F
E

N

C
R

E
E

K

COAL

C
R
E
E
K

S
O

U
T
H

FORK
TILTON

RIVER

EAS
T

1 2MP 102.34

MP 102.34

1 2 MP 89.00

MP 89.00

NHPP-0012(260)

S
W
IG

E
R
T

C
R

E
E

K

BELOW G20-2 SIGN

MOUNT ON SAME POST

2 3

G20-2A

24"

48"

END

ROAD WORK

G24-501

48"

36"
INFORMATION

FOR PROJECT

1-866-713-2412

WASHINGTON STATE
DEPARTMENT OF TRANSPORTATION

CONSTRUCTION SIGNS CLASS A

3 REQUIRED

W20-1

ROAD

WORK

AHEAD

48"

48"

2 REQUIRED

60"

24"

G20-1

ROAD WORK

NEXT MILES13

1 3 REQUIRED THIS SHEET 4 1 REQUIRED THIS SHEET

1 2

5 1 REQUIRED THIS SHEET

48"

48"

AHEAD

REVISION

TRAFFIC

W20-901

3

3

R
. 
5
 
E
.

R
. 
4
 
E
.

3 MILES

TO GLENOMA

FIELD

STROM

4 MP 0.35

MP 0.35

5 MP 0.10

TILTO
N

RIVER

R

E
V
I

R

C
R
E
E
K

TI
LT

O
N

STA L 32+83.00 P.O.C.

US 12 MP 89.24

BEGIN PROJECT

BEGIN F.A. NO. NHPP-0012(260)

STA L 717+57.00 P.O.T.

US 12 MP 102.14

END PROJECT

END F.A. NO. NHPP-0012(260)

LEWIS COUNTY

0.50

SCALE IN MILES

508

508

508

7

12

1212

12

21

2.0 SEC 2.0 SEC

#/##

TO

#/##

1-10.3(3)C.

SPECIFICATION 

WSDOT STANDARD 

LOCATE PCMS PER 

NOTIFICATION.

ADVANCED 

LIMITS FOR 7 DAY 

PRIOR TO PROJECT 

SR 7 AND US 12

FIELD LOCATE ON

PCMS

STARTING

PAVING

US 12

NOTES:

LEGEND

CLASS A SIGN (POST MOUNT)

PORTABLE CHANGEABLE MESSAGE SIGN

6.

5.

4.

3.

2.

1.

SEE NOTE 6

D
N

A
L

H
GIH

IMPLEMENTATION OF STRIPING ON SHEET MK2.
TRAFFIC REVISION AHEAD SIGN REQUIRED FOR TWO WEEKS AFTER 

SEE STANDARD PLAN K-80.1.

SEE TCS2 FOR ADDITIONAL CLASS A SIGN LOCATIONS.

ALL SIGNS SHALL BE BLACK ON ORANGE UNLESS OTHERWISE SPECIFIED.

ACTUAL LOCATIONS WILL BE STAKED BY THE ENGINEER.

ALL SIGNS SHALL BE REMOVED OR COVERED WHEN NOT APPLICABLE.
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Plot 2

 

TCS2

MAX. 100'

1

1

SIDE ROAD SIGN PLACEMENT (TYP.)

3 4

US 12

CORN CREEK BR TO 0.5 MILES

NOTES:

CLASS A SIGN (POST MOUNT)

LEGEND

2

NHPP-0012(260)

3

4

25 REQUIRED

27 REQUIRED

4

CONSTRUCTION SIGNS CLASS A

 

SIGN LOCATIONS

SIDE ROAD CLASS A 

 

CLASS A SIGN LOCATIONS

PASS WITH CARE

DO NOT PASS

4.

3.

2.

1.

1

W20-1

ROAD

WORK

AHEAD

48"

48"

G20-2A

24"

48"

END

ROAD WORK

9 REQUIRED THIS SHEET

2 9 REQUIRED THIS SHEET

36"

48"

R4-1 (B/W)

DO

PASS

NOT

36"

48"

R4-2 (B/W)

PASS

CARE

WITH

SEE STANDARD PLAN K 80.10.

ALL SIGNS SHALL BE BLACK ON ORANGE UNLESS OTHERWISE SPECIFIED.

ACTUAL LOCATIONS WILL BE STAKED BY THE ENGINEER.

ALL SIGNS SHALL BE REMOVED OR COVERED WHEN NOT APPLICABLE.

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

CAEO

P. MASON

C. FRANCIS

21X307 25

37

W OF KOSMOS RD - PAVING
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Plot 3

TC1

US 12

CORN CREEK BR TO 0.5 MILES
NHPP-0012(260)

RURAL ROADS & URBAN ARTERIALS

URBAN STREETS 25 MPH OR LESS ï»¿100' î€

ï»¿200' î€

35 / 40 MPH

25 / 30 MPH

ï»¿350'

25 30 35 40 45 50 55 60 65 70(feet)

WIDTH

SHOULDER Posted Speed (mph)

MINIMUM SHOULDER TAPER LENGTH = L/3 (feet)

MPH

35/40

25/30

TAPER TANGENT

30

20

60

40

10'

8' 40 -

- -

- -

-

-

-

-

-

-

-40

40

60

60

90

90

90

USE A 3 DEVICES TAPER FOR SHOULDERS LESS THEN 8'

 

  ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT  

  INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE

SIGN SPACING = X  (1)

RESIDENTIAL & BUSINESS DISTRICTS

RURAL ROADS, URBAN ARTERIALS,

SPACING (feet)
CHANNELIZATION DEVICE

X X L/3 B R 50'

2
' 

M
IN
.

1
0
' 

M
IN
.

LONGITUDINAL BUFFER SPACE = B

 

 

SPEED (MPH) 25 30 35 40 45 50 55 60 65 70

LENGTH (feet) 250 305 360 425 495 570 645 730

BUFFER DATA

155 200

TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

150'100'172'123'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

> 22,000 lbs.
HOST VEHICLE WEIGHT

< 45 MPH 45-55 MPH > 55 MPH < 45 MPH 45-55 MPH > 55 MPH

PROTECTIVE VEHICLE (WORK VEHICLE) = R

NO SPECIFIED DISTANCE REQUIRED

74'

AREA

WORK

W20-1

ROAD

WORK

AHEAD

48"

48"

48"

48"

SHOULDER

WORK

W21-5

P
V PROTECTIVE VEHICLE (SEE NOTE 2)

)SEE NOTE 336" REFLECTIVE TRAFFIC CONE (

TEMPORARY SIGN LOCATION 

:LEGEND

P
V

NOT TO SCALE

(40 MPH OR LESS)

SHOULDER CLOSURE - LOW SPEED
4. ALL SIGNS ARE BLACK ON ORANGE.

TRAFFIC SAFETY DRUMS OK.

3. 36" TRAFFIC CONES, 42" TALL CHANNELIZATION DEVICES, OR 

IN TABLE, UPGRADE PROTECTIVE VEHICLE TO A TRANSPORTABLE ATTENUATOR.

2. IF LONGITUDINAL BUFFER SPACE IS REDUCED FROM DISTANCES LISTED 

1. DEVICE SPACING FOR THE DOWNSTREAM TAPER SHALL BE 20'.

:NOTES

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

CAEO

P. MASON

C. FRANCIS

21X307

TRAFFIC CONTROL PLAN

26

37

W OF KOSMOS RD - PAVING



FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/10/2023

2:12:49 PM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_TC.dgn
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Plot 4

TC2

US 12

CORN CREEK BR TO 0.5 MILES
NHPP-0012(260)

FREEWAYS & EXPRESSWAYS

RURAL ROADS 45 / 55 MPH ï»¿500'

ï»¿800'

55 / 70 MPH

60 / 65 MPHRURAL HIGHWAYS

MPH

50/70

35/45

TAPER TANGENT

40

30

80

60

25 30 35 40 45 50 55

10'

60

8'

65 70(feet)

WIDTH

SHOULDER Posted Speed (mph)

160

200 220

170 190

240

150

190

130

170

120

150

MINIMUM SHOULDER TAPER LENGTH = L/3 (feet)

USE A MINIMUM 3 DEVICES TAPER FOR SHOULDER LESS THEN 8'.

ï»¿1500

SIGN SPACING = X (1)

 

  RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE INTERCHANGE 

SPACING (feet)

CHANNELIZATION DEVICE

2
' 

M
IN
.

XXX L/3 B R 100'

- - - -

----

 

LONGITUDINAL BUFFER SPACE = B

 

SPEED (MPH) 25 30 35 40 45 50 55 60 65 70

LENGTH (feet) 250 305 360 425 495 570 645 730

BUFFER DATA

155 200

TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

150'100'172'123'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

> 22,000 lbs.
HOST VEHICLE WEIGHT

< 45 MPH 45-55 MPH > 55 MPH < 45 MPH 45-55 MPH > 55 MPH

74'

 

AREA

WORK

W20-1

ROAD

WORK

AHEAD

48"

48"

48"

48"

CLOSED

SHOULDER

W20-30148"

48"

SHOULDER

WORK

W21-5

T
A

T
A TRANSPORTABLE ATTENUATOR

SEE NOTE 2)36" REFLECTIVE TRAFFIC CONE (

TEMPORARY SIGN LOCATION 

:LEGEND

NOT TO SCALE

(45+ MPH HIGHWAYS)

SHOULDER CLOSURE - HIGH SPEED
NECESSARY, LANE SHALL BE CLOSED.

4. NO ENCROACHMENT IN TRAVELED LANES. IF ENCROACHMENT IS 

3. ALL SIGNS ARE BLACK ON ORANGE.

TRAFFIC SAFETY DRUMS OK.

2. 36" TRAFFIC CONES, 42" TALL CHANNELIZATION DEVICES, OR 

1. DEVICE SPACING FOR THE DOWNSTREAM TAPER SHALL BE 20'.

:NOTES

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

CAEO

P. MASON

C. FRANCIS

21X307

TRAFFIC CONTROL PLAN

27

37

W OF KOSMOS RD - PAVING



FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/10/2023

2:12:49 PM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_TC.dgn
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Plot 6

 

 

 

 

 

  

  

 

 

 

 
  

 

 

 

 

  

  

 

 

US 12

CORN CREEK BR TO 0.5 MILES
NHPP-0012(260)

NOT TO SCALE

 

X X X X 50' - 300'

W20-1

ROAD

WORK

AHEAD

48"

48"

48"

48"

ROAD

AHEAD

ONE LANE

W20-4

48"

48"

TO STOP
PREPARED

BE

W20-7B

AREA

WORK

XXXX

48"

48"

TO STOP
PREPARED

BE

W20-7B

48"

48"

ROAD

AHEAD

ONE LANE

W20-4 W20-1

ROAD

WORK

AHEAD

48"

48"

BR

PROTECTIVE VEHICLE ROLL AHEAD DISTANCE = R

STRATEGICALLY POSITION WORK VEHICLE TO PROTECT WORK CREW.

NO SPECIFIED DISTANCE REQUIRED.

WORK AREA

TRAFFIC ALTERNATING

LANE OPEN TO

SECTION A-A

SHOULDER

EXISTING

LANE

EXISTING

LANE

EXISTING

SHOULDER

EXISTING

A

A

6
+
 

D
E

V
IC

E
S

5
0
' -
 1

0
0
' T

A
P

E
R

6
+
 

D
E

V
IC

E
S

5
0
' -
 1

0
0
' T

A
P

E
R

P
V

LENGTH (feet)

SPEED (MPH)

LONGITUDINAL BUFFER SPACE = B

645

65

570

60

495

55

425

50

360

45

800' +/-

500' +/-

60-65 MPH

45-55 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

50-65 10 to 20

10 to 20 60

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

80

45

5 & SEE NOTES 4

(45+ MPH HIGHWAYS)

ALTERNATING 1-LANE, 2-WAY TRAFFIC: AFAD-CONTROLLED

20' 300' @

(OPTIONAL)

(OPTIONAL)

20' 300' @

2
 

&
 

N
O

T
E

S
 
1

S
E

E

AFAD RED/YELLOW LENS DETAIL

STOP CONDITION

2" MIN

16"

16"

AFAD GATE ARM DETAIL

BOTH SIDES WITH ALTERNATING RED/WHITE SHEETING

GATE ARM SHALL BE FULLY RETROREFLECTIVE ON

24"

30"

R10-6A (B/W)

RED

ON

HERE

STOP

24"

36"

R10-6L (B/W)

HERE ON

RED

STOP

)AFAD TO ATTACHED BE (MAY

48"

48"

AUTOMATED

FLAGGER

AHEAD

W20-7C

48"

48"

AUTOMATED

FLAGGER

AHEAD

W20-7C

78" MIN (SEE NOTE 8)

TRANSITION TO STOP

or

ILLUMINATED

12" LENS 

SOLID RED

6 SECONDS - 5

ILLUMINATED FOR

12" LENS 

SOLID YELLOW

W20-1

48"

48"

W20-4

48"

48"

W20-7A

48"

48"

W20-7B

48"

48"

X X X X

SLOW

FLAGGER PADDLE
W21-1201 (W/R, B/O)

24"

TS OP

FLAGGER ALTERNATIVE
FLAGGER MAY REPLACE AFAD

SLOW CONDITION

ILLUMINATED

12" LENS 

FLASHING YELLOW

24"

30"

R10-6A (B/W)

RED

ON

HERE

STOP

24"

36"

R10-6L (B/W)

HERE ON

RED

STOP

or

)AFAD TO ATTACHED BE (MAY

P
V

9) & AUTOMATED FLAGGER ASSISTANCE DEVICE (SEE NOTES 8

FLAGGER

PROTECTIVE VEHICLE (SEE NOTE 2)

OPTIONAL CHANNELIZATION DEVICE

)SEE NOTE 336" REFLECTIVE TRAFFIC CONE (

TEMPORARY SIGN LOCATION 

:LEGEND SEE NOTE 3

172'123'

45-55 MPH 60+ MPH  45-55 MPH 60+ MPH

150'100'

ROLL AHEAD DISTANCE = R
STATIONARY TRANSPORTABLE ATTENUATOR

22,000+ lbs.
HOST VEHICLE WEIGHT

LESS THAN 22,000 lbs.
HOST VEHICLE WEIGHT

SEE TC4.

AND INTERSECTING ROADWAY DETAILS

FOR DRIVEWAY,  BUSINESS ACCESS, 

(OTHERWISE, USE PILOT CAR OPERATION SHEET TC5)

1000' +/- MAX & UP TO 2 DRIVEWAY, BUSINESS ACCESS, AND/OR INTERSECTING ROADWAYS

SIGNAL BACK PLATE

DULL BLACK

11.  ACTUAL CENTERLINE PAVEMENT MARKINGS MAY VARY.

10. SIGNS ARE BLACK ON ORANGE UNLESS OTHERWISE INDICATED.

ACCEPTABLE).  LEAVING AFAD UNATTENDED PROHIBITED.
TO SEE BOTH AFAD AND APPROACHING TRAFFIC (DIGITAL ALTERNATIVES ARE 

9. FLAGGERS SHALL BE TRAINED IN OPERATION OF AFAD. FLAGGER SHALL BE POSITIONED 

DISPLAY.  GATE ARM SHALL NOT DESCEND UNTIL AFTER RED LENS DISPLAYED.
LENS DISPLAY & ASCEND TO AN UPRIGHT POSITION ON FLASHING YELLOW LENS 

8. AFAD GATE ARM SHALL REACH HALFWAY ACROSS LANE BEING CONTROLLED ON RED 

.SPECIAL PROVISIONS7. FOR PROJECT-SPECIFIC REQUIREMENTS, SEE 

24-INCH STOP/SLOW PADDLE SIZE9-35.1
TRAFFIC CONTROL PROCEDURES1-10.3(2)A
FLAGGERS AND NIGHTTIME ILLUMINATION 1-10.3(1)A
HIGH-VISIBILITY APPAREL 1-07.8(1)

 FOR ADDITIONAL REQUIREMENTS:STANDARD SPECIFICATIONS6. SEE 

ACCEPTS.
PAVED SHOULDER OPPOSITE THE WORK AREA, OR ANOTHER METHOD THE ENGINEER 

5. ACCOMMODATE PEDESTRIANS VIA SHUTTLE THROUGH LANE CLOSURE, USING THE 

CLEAR PRIOR TO FLAGGERS RELEASING ONCOMING TRAFFIC.
4. BICYCLISTS MAY BE COMBINED WITH ALTERNATING VEHICULAR TRAFFIC.  BIKES TO 

3. 36" TRAFFIC CONES, 42" TALL CHANNELIZATION DEVICES, OR TRAFFIC SAFETY DRUMS OK.

UPGRADE PROTECTIVE VEHICLE TO A TRANSPORTABLE ATTENUATOR.
2. IF LONGITUDINAL BUFFER SPACE IS REDUCED FROM DISTANCES LISTED IN TABLE, 

HORIZONTAL & VERTICAL CURVES BY ADJUSTING LONGITUDINAL BUFFER SPACE.
1. AVOID PLACING LANE CLOSURE TAPERS WITHIN OR IMMEDIATELY FOLLOWING 

:NOTES

ROAD

WORK

AHEAD

ONELANE

ROAD

AHEAD

BE

PREPARED

TO STOP

AFAD

A
FA

D

A
F
A

D

AFAD

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

CAEO

P. MASON

C. FRANCIS

21X307

TRAFFIC CONTROL PLAN

28

37

W OF KOSMOS RD - PAVING



FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/10/2023

2:12:51 PM
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TC4

US 12

CORN CREEK BR TO 0.5 MILES
NHPP-0012(260)

Plot 7

NOT TO SCALE

OPPOSITE OF LANE CLOSURE

DRIVEWAY OR BUSINESS ACCESS DETAIL

AREA

WORK

10
'

 = 
R

10'
 =
 

R

AREA

WORK

AREA

WORK

A
C

C
E

S
S

 
O

R

D
R
IV

E
W

A
Y

X

AREA

WORK

IN
T

E
R

S
E

C
T
IN

G
 

R
O

A
D

W
A

Y

10' SPACING ACROSS INTERSECTION

SAME SIDE AS LANE CLOSURE

DRIVEWAY OR BUSINESS ACCESS DETAIL

USE SIGN SEQUENCE A

A
C

C
E

S
S

 
O

R

D
R
IV

E
W

A
Y

SPACING
5'

ALTERNATING 1-LANE, 2-WAY TRAFFIC: FLAGGER-CONTROLLED (45+ MPH HIGHWAYS)

X

AREA

WORK

IN
T

E
R

S
E

C
T
IN

G
 

R
O

A
D

W
A

Y

6+ DEVICES

50' TAPER

SPACING
5'

AREA

WORK

USE SIGN SEQUENCE A

10' MIN

30'
 =
 

R
30
'

 = 
R

X

AREA

WORK

IN
T

E
R

S
E

C
T
IN

G
 

R
O

A
D

W
A

Y

AREA

WORK

USE SIGN SEQUENCE A

30
'

 = 
R

SPACING

5' DEVICE

W20-1

MIN 36"

MIN 36"

W20-4

MIN 36"

MIN 36"

W20-7A

MIN 36"

MIN 36"

W20-7B

MIN 36"

MIN 36"

X X X X

)MPH OR LESS 40

(OPTIONAL IF

SIGN SEQUENCE A
48"x48" signs required on 45+ mph roadways

OPPOSITE OF LANE CLOSURE

UNSIGNALIZED INTERSECTING ROADWAY DETAIL

SAME SIDE AS LANE CLOSURE (TWO OPEN LANES)

UNSIGNALIZED INTERSECTING ROADWAY DETAIL

SAME SIDE AS LANE CLOSURE (SINGLE OPEN LANE)

UNSIGNALIZED INTERSECTING ROADWAY DETAIL

SLOW

FLAGGER PADDLE
W21-1201 (W/R, B/O)

24"

TS OP

30'
 =
 

R

5. PAVEMENT MARKINGS MAY VARY.

CHANNELIZATION DEVICES DELINEATING ACCESS MAY BE REMOVED.

ACCESS TRAFFIC UP TO 5 MINUTES AND RESTRICTING TURNS FROM MAINLINE.  

4. WORK MAY OCCUR ACROSS DRIVEWAY OR ACCESS APPROACH BY HOLDING 

HELP GUIDE ALTERNATING TRAFFIC THROUGH INTERSECTION.

3. SINGLE FLAGGER MAY BE ADDED TO THE INTERSECTING ROADWAY APPROACH TO 

CHANNELIZATION DEVICES DELINEATING APPROACH MAY BE REMOVED.

ACCESS TRAFFIC UP TO 5 MINUTES AND RESTRICTING TURNS FROM MAINLINE. 

2. WORK MAY OCCUR ACROSS INTERSECTING ROADWAY APPROACH BY HOLDING 

1. FOR LEGEND, TABLES, AND ADDITIONAL NOTES: SEE TC3.

:NOTES

SEE NOTE 2

SEE NOTE 3

(OPTIONAL)

NOTE 4

SEE

NOTE 2

SEE

SEE NOTE 3

(OPTIONAL)

ROAD

WORK

AHEAD

ONELANE

ROAD

AHEAD

BE

PREPARED

TO STOP

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

CAEO

P. MASON

C. FRANCIS

21X307

TRAFFIC CONTROL PLAN

29

37

W OF KOSMOS RD - PAVING
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DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.
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OF
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Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE
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NO.
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PLOTTED BY
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geistr
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TC5

US 12

CORN CREEK BR TO 0.5 MILES
NHPP-0012(260)

Plot 7

NOT TO SCALE

 

X X X X 50' - 300'

W20-1

ROAD

WORK

AHEAD

48"

48"

48"

48"

ROAD

AHEAD

ONE LANE

W20-4

48"

48"

TO STOP
PREPARED

BE

W20-7B

AREA

WORK

XXXX

48"

48"

TO STOP
PREPARED

BE

W20-7B

48"

48"

ROAD

AHEAD

ONE LANE

W20-4 W20-1

ROAD

WORK

AHEAD

48"

48"

BR

PROTECTIVE VEHICLE ROLL AHEAD DISTANCE = R

STRATEGICALLY POSITION WORK VEHICLE TO PROTECT WORK CREW.

NO SPECIFIED DISTANCE REQUIRED.

6
+
 

D
E

V
IC

E
S

5
0
' -
 1

0
0
' T

A
P

E
R

6
+
 

D
E

V
IC

E
S

5
0
' -
 1

0
0
' T

A
P

E
R

P
V

LENGTH (feet)

SPEED (MPH)

LONGITUDINAL BUFFER SPACE = B

645

65

570

60

495

55

425

50

360

45

800' +/-

500' +/-

60-65 MPH

45-55 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

50-65 10 to 20

10 to 20 60

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

80

45

P
C

SEE NOTE 3

(OPTIONAL)

6 - 4 NOTES SEE

PCMS TRUCK-MOUNTED

2

2.0 SEC 2.0 SEC

1

10+ INCH CHARACTERS

CAR

PILOT

ME

FOLLOW

WORK AREA

TRAFFIC ALTERNATING

LANE OPEN TO

20' 300' @

(OPTIONAL)

2
 

&
 

N
O

T
E

S
 
1

S
E

E

48"

48"

AUTOMATED

FLAGGER

AHEAD

W20-7C

24"

36"

R10-6L (B/W)

HERE ON

RED

STOP

or
24"

30"

R10-6A (B/W)

RED

ON

HERE

STOP

(OPTIONAL)

20' 300' @

(45+ MPH HIGHWAYS)

PILOT CAR OPERATION FOR ALTERNATING 1-LANE, 2-WAY TRAFFIC: AFAD-CONTROLLED

)AFAD TO ATTACHED BE (MAY

48"

48"

AUTOMATED

FLAGGER

AHEAD

W20-7COR

36"

20"

G20-4

PILOT CAR

FOLLOW ME

24"

30"

R10-6A (B/W)

RED

ON

HERE

STOP

24"

36"

R10-6L (B/W)

HERE ON

RED

STOP

or

)AFAD TO ATTACHED BE (MAY

W20-4

48"

48"

W20-7A

48"

48"

W20-7B

48"

48"

X X X X

SLOW

FLAGGER PADDLE
W21-1201 (W/R, B/O)

24"

TS OP

FLAGGER ALTERNATIVE

W20-1

48"

48"

FLAGGER MAY REPLACE AFAD

P
V

P
C

10) & AUTOMATED FLAGGER ASSISTANCE DEVICE (SEE NOTES 9

FLAGGER

MOTORIST VEHICLE

6) - PILOT CAR (SEE NOTES 4

PROTECTIVE VEHICLE (SEE NOTE 2)

OPTIONAL CHANNELIZATION DEVICE

)SEE NOTE 336" REFLECTIVE TRAFFIC CONE (

TEMPORARY SIGN LOCATION 

:LEGEND

2" MIN

16"

16"

AFAD GATE ARM DETAIL

BOTH SIDES WITH ALTERNATING RED/WHITE SHEETING

GATE ARM SHALL BE FULLY RETROREFLECTIVE ON

78" MIN (SEE NOTE 9)

AFAD RED/YELLOW LENS DETAIL

STOP CONDITION TRANSITION TO STOP

ILLUMINATED

12" LENS 

SOLID RED

6 SECONDS - 5

ILLUMINATED FOR

12" LENS 

SOLID YELLOW

SLOW CONDITION

ILLUMINATED

12" LENS 

FLASHING YELLOW

A

A

SHOULDER

EXISTING

LANE

EXISTING

LANE

EXISTING

SHOULDER

EXISTING

SECTION A-A

172'123'

45-55 MPH 60+ MPH  45-55 MPH 60+ MPH

150'100'

ROLL AHEAD DISTANCE = R
STATIONARY TRANSPORTABLE ATTENUATOR

22,000+ lbs.
HOST VEHICLE WEIGHT

LESS THAN 22,000 lbs.
HOST VEHICLE WEIGHT

SEE TC6.

AND INTERSECTING ROADWAY DETAILS

FOR DRIVEWAY,  BUSINESS ACCESS, 

SIGNAL BACK PLATE

DULL BLACK

12.  ACTUAL CENTERLINE PAVEMENT MARKINGS MAY VARY.

11. SIGNS ARE BLACK ON ORANGE UNLESS OTHERWISE INDICATED.

AND APPROACHING TRAFFIC (DIGITAL ALTERNATIVES ARE ACCEPTABLE).  LEAVING AFAD UNATTENDED PROHIBITED.
FLAGGERS SHALL BE TRAINED IN OPERATION OF AFAD. FLAGGER SHALL BE POSITIONED TO SEE BOTH AFAD 10. 

UNTIL AFTER RED LENS DISPLAYED.
ASCEND TO AN UPRIGHT POSITION ON FLASHING YELLOW LENS DISPLAY.  GATE ARM SHALL NOT DESCEND 

9. AFAD GATE ARM SHALL REACH HALFWAY ACROSS LANE BEING CONTROLLED ON RED LENS DISPLAY & 

.SPECIAL PROVISIONS8. FOR PROJECT-SPECIFIC REQUIREMENTS, SEE 

24-INCH STOP/SLOW PADDLE SIZE9-35.1
TRAFFIC CONTROL PROCEDURES1-10.3(2)A
FLAGGERS AND NIGHTTIME ILLUMINATION 1-10.3(1)A
HIGH-VISIBILITY APPAREL 1-07.8(1)

 FOR ADDITIONAL REQUIREMENTS:STANDARD SPECIFICATIONS7. SEE 

NECESSARY, UP TO A MAXIMUM SPEED OF 35 MPH (25 MPH AT LANE SHIFT, 10 MPH ESCORTING BICYCLES).
6. PILOT CAR OPERATOR TO DRIVE SPEED PRUDENT FOR WORK ZONE CONDITIONS, STOPPING TRAFFIC IF 

(C): ANOTHER STRATEGY ACCEPTED BY THE ENGINEER
(B): ALTERNATE BICYCLISTS & PEDESTRIANS USING A SEPARATE 2-WAY, 4+ FEET BIKE LANE (SEE SHEET 1B)
(A): PROVIDE A BICYCLE & PEDESTRIAN SHUTTLE THROUGH LANE CLOSURE (PILOT CAR MAY BE USED)

5. FOR ALL SCENARIOS, BICYCLIST & PEDESTRIAN ACCOMMODATIONS:

CLOSURE
(B): ALLOW PEDESTRIANS TO USE THE PAVED SHOULDER OPPOSITE THE WORK AREA THROUGH LANE 
(A): COMBINE BICYCLISTS WITH VEHICULAR TRAFFIC. BICYCLISTS RIDE DIRECTLY BEHIND PILOT CAR @ 10 MPH 

4. ONLY WHEN MAINLINE AFADS ARE LESS THAN 1000' +/- APART, BICYCLIST & PEDESTRIAN ACCOMMODATIONS:

DEVICES, OR TRAFFIC SAFETY DRUMS OK.
3. 36" REFLECTIVE TRAFFIC CONES AT CENTERLINE ARE OPTIONAL.  36" TRAFFIC CONES, 42" TALL CHANNELIZATION 

VEHICLE TO A TRANSPORTABLE ATTENUATOR.
2. IF LONGITUDINAL BUFFER SPACE IS REDUCED FROM DISTANCES LISTED IN TABLE, UPGRADE PROTECTIVE 

CURVES BY ADJUSTING LONGITUDINAL BUFFER.
1. AVOID PLACING LANE CLOSURE TAPERS WITHIN OR IMMEDIATELY FOLLOWING HORIZONTAL & VERTICAL 
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WORK
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WORK
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OPTIONAL LANE SHIFT DETAIL

6 - 4 NOTES SEE 6 - 4 NOTES SEE

20' SPACING @

120'

20' SPACING @

120'
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ONELANE

ROAD

AHEAD
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PREPARED

TO STOP
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WORK
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AFAD
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D
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D
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TC6

US 12

CORN CREEK BR TO 0.5 MILES
NHPP-0012(260)

NOT TO SCALE

OPPOSITE OF LANE CLOSURE

DRIVEWAY OR BUSINESS ACCESS DETAIL

AREA

WORK

10
'

 = 
R

10'
 =
 

R

AREA

WORK

AREA

WORK

A
C

C
E

S
S

 
O

R

D
R
IV

E
W

A
Y

X

AREA

WORK

IN
T

E
R

S
E

C
T
IN

G
 

R
O

A
D

W
A

Y

10' SPACING ACROSS INTERSECTION

SAME SIDE AS LANE CLOSURE

DRIVEWAY OR BUSINESS ACCESS DETAIL

X

AREA

WORK

IN
T

E
R

S
E

C
T
IN

G
 

R
O

A
D

W
A

Y

6+ DEVICES

50' TAPER

SPACING
5'

AREA

WORK

USE SIGN SEQUENCE A

A
C

C
E

S
S

 
O

R

D
R
IV

E
W

A
Y

10' MIN

30'
 =
 

R
30
'

 = 
R

X

AREA

WORK

IN
T

E
R

S
E

C
T
IN

G
 

R
O

A
D

W
A

Y

AREA

WORK

USE SIGN SEQUENCE A

30
'

 = 
R

SPACING
5'

SPACING

5' DEVICE

W20-1

MIN 36"

MIN 36"

W20-4

MIN 36"

MIN 36"

W20-7A

MIN 36"

MIN 36"

W20-7B

MIN 36"

MIN 36"

X X X X

)MPH OR LESS 40

(OPTIONAL IF

SIGN SEQUENCE A
48"x48" signs required on 45+ mph roadways

OPPOSITE OF LANE CLOSURE

UNSIGNALIZED INTERSECTING ROADWAY DETAIL

SAME SIDE AS LANE CLOSURE (SINGLE OPEN LANE)

UNSIGNALIZED INTERSECTING ROADWAY DETAIL

SAME SIDE AS LANE CLOSURE (TWO OPEN LANES)

UNSIGNALIZED INTERSECTING ROADWAY DETAIL

FOR THIS CONFIGURATION)
(ALWAYS REQUIRED

USE SIGN SEQUENCE A

30'
 =
 

R

SLOW

FLAGGER PADDLE
W21-1201 (W/R, B/O)

24"

TS OP

(45+ MPH HIGHWAYS)
PILOT CAR OPERATION FOR ALTERNATING 1-LANE, 2-WAY TRAFFIC: AFAD-CONTROLLED

24"

20"

G25-101 (B/W)

STOP
WAIT FOR
PILOT CAR

24"

20"

G25-101 (B/W)

STOP
WAIT FOR
PILOT CAR

5. PAVEMENT MARKINGS MAY VARY.

REMOVED.
ACCESS FROM MAINLINE.  CHANNELIZATION DEVICES DELINEATING ACCESS MAY BE 
HOLDING ACCESS TRAFFIC UP TO 5 MINUTES AND RESTRICTING TURNS INTO 

4. WORK MAY OCCUR ACROSS DRIVEWAY OR ACCESS BY ADDING A FLAGGER AND 

HELP GUIDE ALTERNATING TRAFFIC & BICYCLISTS THROUGH INTERSECTION.
3. SINGLE FLAGGER MAY BE ADDED TO THE INTERSECTING ROADWAY APPROACH TO 

REMOVED.
TURNS FROM MAINLINE.  CHANNELIZATION DEVICES DELINEATING APPROACH MAY BE 
LANE CLOSURE) BY HOLDING ACCESS TRAFFIC UP TO 5 MINUTES AND RESTRICTING 

2. WORK MAY OCCUR ACROSS INTERSECTING ROADWAY APPROACH (ON SAME SIDE AS 

1. FOR LEGEND, TABLES, AND ADDITIONAL NOTES: SEE TC5.

:NOTES

SEE NOTE 2

SEE NOTE 3

(OPTIONAL)

NOTE 4

SEE

NOTE 2

SEE

SEE NOTE 3

(OPTIONAL)

SEQUENCE A.

LINE IN LIEU OF FLAGGER AND SIGN 

G25-101 (24"x20", B/W) MAY BE USED AT STOP 

ROADS OR TRIBAL ROADS IN RURAL AREAS), 

(LESS THAN 400 AADT, SUCH AS FOREST 

ON LOW-VOLUME INTERSECTING ROADWAYS 

:NOTE

SEQUENCE A.

LINE IN LIEU OF FLAGGER AND SIGN 

G25-101 (24"x20", B/W) MAY BE USED AT STOP 

ROADS OR TRIBAL ROADS IN RURAL AREAS), 

(LESS THAN 400 AADT, SUCH AS FOREST 

ON LOW-VOLUME INTERSECTING ROADWAYS 

:NOTE

ROAD

WORK

AHEAD

ONELANE

ROAD

AHEAD

BE

PREPARED

TO STOP

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

CAEO

P. MASON

C. FRANCIS

21X307

TRAFFIC CONTROL PLAN

31

37

W OF KOSMOS RD - PAVING



FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

geistr

3/10/2023

2:12:52 PM

G:\444307\03-Design\Design\US 12\US 12 Corn Creek Bridge to 0.5 Miles west of Kosmos Road\18 CAD\18-5 PS&E Sheets\XL6569_PS_TC.dgn

10

 

 

 

 

 

  

 

 

 

 

 

 

 
  

  

 

US 12

CORN CREEK BR TO 0.5 MILES TC7
NHPP-0012(260)

Plot 9

 

X

5
0
' -
 3

0
0
'

X X X X

800' +/-

500' +/-

60-65 MPH

45-55 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

50-65 10 to 20

10 to 20 60

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

80

45

5 & SEE NOTES 4

L/3

USE A MINIMUM 3 DEVICES TAPER FOR SHOULDER LESS THEN 8'.

10'

8'

(feet)

WIDTH

SHOULDER

MINIMUM SHOULDER TAPER LENGTH = L/3 (feet)

25 30

40

60

35

60

90

40

90

90 150

120

45

170

130

50 55

150

190 200

160

60

220

170

65 70

190

240

Posted Speed (mph)

40

X X X

SLOW

48"

48"

ROAD

AHEAD

ONE LANE

W20-4

48"

48"

TO STOP
PREPARED

BE

W20-7BW20-1

ROAD

WORK

AHEAD

48"

48"

48"

48"

W20-7A

6 7 8 9

6 7 8 9 10

10

9 8 7 6

10

40

SLOW

FLAGGER PADDLE
W21-1201 (W/R, B/O)

24"

TS OP

SEE NOTE 13
AREA

WORK

NOT TO SCALE

(WESTBOUND TRUCK CLIMBING LANES)
ALTERNATING 1-LANE, 2-WAY FLAGGER-CONTROLLED

(OTHERWISE, USE PILOT CAR OPERATION SHEET TC5)

INTERSECTING ROADWAYS

1000' +/- MAX & UP TO 2 DRIVEWAY, BUSINESS ACCESS, AND/OR 

1
2
+
 

D
E

V
IC

E
S

1
0
0
' -
 4

0
0
' T

A
P

E
R

L/3

CLOSED LANE EVERY 1000 (FT).

USE TRANSVERSE DEVICES IN

BR

6
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0
0
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A
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R

2
 

&
 

N
O

T
E

S
 
1

S
E

E

P
V

P
V

PORTABLE CHANGEABLE MESSAGE SIGN

PROTECTIVE VEHICLE

FLAGGER

TEMPORARY SIGN LOCATION (5' MIN. HEIGHT)

)SEE NOTE 336" REFLECTIVE TRAFFIC CONE (

TEMPORARY SIGN LOCATION 

LEGEND:

X

21

2.0 SEC 2.0 SEC

PCMS

1-10.3(3)C.

SPECIFICATION 

WSDOT STANDARD 

LOCATE PCMS PER 

TRUCK LANE IS CLOSED.    
14. COVER SIGNS " TRUCK LANE 1000 FEET" AND "SLOWER TRAFFIC KEEP RIGHT" WHEN 

LANE CONFIGURATION PRIOR TO  LANE RESTRICTION.
A SINGLE LANE CONFIGURATION. TRAFFIC SHALL NOT BE PERMITTED TO ENTER TWO 
LIMITS OF THE TRUCK CLIMBING LANE, WESTBOUND TRAFFIC SHALL BE MAINTAINED IN 

13. WHEN WORK REQUIRING LANE RESTRICTIONS IS BEING PERFORMED WITHIN THE 

12. ACTUAL CENTERLINE PAVEMENT MARKINGS MAY VARY.

11. SIGNS ARE BLACK ON ORANGE UNLESS OTHERWISE INDICATED.

ARE ACCEPTABLE).  LEAVING AFAD UNATTENDED PROHIBITED.
POSITIONED TO SEE BOTH AFAD AND APPROACHING TRAFFIC (DIGITAL ALTERNATIVES 

10. FLAGGERS SHALL BE TRAINED IN OPERATION OF AFAD. FLAGGER SHALL BE 

DISPLAY.  GATE ARM SHALL NOT DESCEND UNTIL AFTER RED LENS DISPLAYED.
LENS DISPLAY & ASCEND TO AN UPRIGHT POSITION ON FLASHING YELLOW LENS 

9. AFAD GATE ARM SHALL REACH HALFWAY ACROSS LANE BEING CONTROLLED ON RED 

SHEETS TC5 AND TC6 FOR PILOT CAR SETUP REQUIREMENTS.        
8. FLAGGER SETUP SHOWN. SEE SHEETS TC3 AND TC4 FOR AFAD REQUIREMENTS. SEE 

.SPECIAL PROVISIONS7. FOR PROJECT-SPECIFIC REQUIREMENTS, SEE 

24-INCH STOP/SLOW PADDLE SIZE9-35.1
TRAFFIC CONTROL PROCEDURES1-10.3(2)A
FLAGGERS AND NIGHTTIME ILLUMINATION 1-10.3(1)A
HIGH-VISIBILITY APPAREL 1-07.8(1)

 FOR ADDITIONAL REQUIREMENTS:STANDARD SPECIFICATIONS6. SEE 

ACCEPTS.
PAVED SHOULDER OPPOSITE THE WORK AREA, OR ANOTHER METHOD THE ENGINEER 

5. ACCOMMODATE PEDESTRIANS VIA SHUTTLE THROUGH LANE CLOSURE, USING THE 

CLEAR PRIOR TO FLAGGERS RELEASING ONCOMING TRAFFIC.
4. BICYCLISTS MAY BE COMBINED WITH ALTERNATING VEHICULAR TRAFFIC.  BIKES TO 

3. 36" TRAFFIC CONES, 42" TALL CHANNELIZATION DEVICES, OR TRAFFIC SAFETY DRUMS OK.

UPGRADE PROTECTIVE VEHICLE TO A TRANSPORTABLE ATTENUATOR.
2. IF LONGITUDINAL BUFFER SPACE IS REDUCED FROM DISTANCES LISTED IN TABLE, 

HORIZONTAL & VERTICAL CURVES BY ADJUSTING LONGITUDINAL BUFFER SPACE.
1. AVOID PLACING LANE CLOSURE TAPERS WITHIN OR IMMEDIATELY FOLLOWING 

:NOTES

CLOSED

LANE

CLIMBING

TRAFFIC

FOR SLOW 

WATCH 

PCMS

P
C

M
S

G. VIRGEN-HASHAGEN

G. VIRGEN-HASHAGEN

CAEO

P. MASON

C. FRANCIS
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TRAFFIC CONTROL PLAN
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37
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CORN CREEK BR TO 0.5 MILES

US 12

TC8
NHPP-0012(260)

 

X

5
0
' -
 3

0
0
'

X X X X

800' +/-

500' +/-

60-65 MPH

45-55 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

50-65 10 to 20

10 to 20 60

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

80

45

5 & SEE NOTES 4

L/3

USE A MINIMUM 3 DEVICES TAPER FOR SHOULDER LESS THEN 8'.

10'

8'

(feet)

WIDTH

SHOULDER

MINIMUM SHOULDER TAPER LENGTH = L/3 (feet)

25 30

40

60

35

60

90

40

90

90 150

120

45

170

130

50 55

150

190 200

160

60

220

170

65 70

190

240

Posted Speed (mph)

40

X X X X

48"

48"

ROAD

AHEAD

ONE LANE

W20-4

48"

48"

TO STOP
PREPARED

BE

W20-7BW20-1

ROAD

WORK

AHEAD

48"

48"

48"

48"

W20-7A

6 7 8 9

6 7 8 9 10

10

9 8 7 610

40

SLOW

FLAGGER PADDLE
W21-1201 (W/R, B/O)

24"

TS OP

SEE NOTE 13

AREA

WORK

NOT TO SCALE

(WESTBOUND TRUCK CLIMBING LANES)
ALTERNATING 1-LANE, 2-WAY FLAGGER-CONTROLLED

(OTHERWISE, USE PILOT CAR OPERATION SHEET TC5)

INTERSECTING ROADWAYS

1000' +/- MAX & UP TO 2 DRIVEWAY, BUSINESS ACCESS, AND/OR 

P
V

PORTABLE CHANGEABLE MESSAGE SIGN

PROTECTIVE VEHICLE

FLAGGER

TEMPORARY SIGN LOCATION (5' MIN. HEIGHT)

)SEE NOTE 336" REFLECTIVE TRAFFIC CONE (

TEMPORARY SIGN LOCATION 

LEGEND:

21

2.0 SEC 2.0 SEC

PCMS

1-10.3(3)C.

SPECIFICATION 

WSDOT STANDARD 

LOCATE PCMS PER 

B R
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E
R 2
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S
 
1S

E
E

P
V

TRUCK LANE IS CLOSED.    
14. COVER SIGNS " TRUCK LANE 1000 FEET" AND "SLOWER TRAFFIC KEEP RIGHT" WHEN 

LANE CONFIGURATION PRIOR TO  LANE RESTRICTION.
A SINGLE LANE CONFIGURATION. TRAFFIC SHALL NOT BE PERMITTED TO ENTER TWO 
LIMITS OF THE TRUCK CLIMBING LANE, WESTBOUND TRAFFIC SHALL BE MAINTAINED IN 

13. WHEN WORK REQUIRING LANE RESTRICTIONS IS BEING PERFORMED WITHIN THE 

12. ACTUAL CENTERLINE PAVEMENT MARKINGS MAY VARY.

11. SIGNS ARE BLACK ON ORANGE UNLESS OTHERWISE INDICATED.

ARE ACCEPTABLE).  LEAVING AFAD UNATTENDED PROHIBITED.
POSITIONED TO SEE BOTH AFAD AND APPROACHING TRAFFIC (DIGITAL ALTERNATIVES 

10. FLAGGERS SHALL BE TRAINED IN OPERATION OF AFAD. FLAGGER SHALL BE 

DISPLAY.  GATE ARM SHALL NOT DESCEND UNTIL AFTER RED LENS DISPLAYED.
LENS DISPLAY & ASCEND TO AN UPRIGHT POSITION ON FLASHING YELLOW LENS 

9. AFAD GATE ARM SHALL REACH HALFWAY ACROSS LANE BEING CONTROLLED ON RED 

SHEETS TC5 AND TC6 FOR PILOT CAR SETUP REQUIREMENTS.        
8. FLAGGER SETUP SHOWN. SEE SHEETS TC3 AND TC4 FOR AFAD REQUIREMENTS. SEE 

.SPECIAL PROVISIONS7. FOR PROJECT-SPECIFIC REQUIREMENTS, SEE 

24-INCH STOP/SLOW PADDLE SIZE9-35.1
TRAFFIC CONTROL PROCEDURES1-10.3(2)A
FLAGGERS AND NIGHTTIME ILLUMINATION 1-10.3(1)A
HIGH-VISIBILITY APPAREL 1-07.8(1)

 FOR ADDITIONAL REQUIREMENTS:STANDARD SPECIFICATIONS6. SEE 

ACCEPTS.
PAVED SHOULDER OPPOSITE THE WORK AREA, OR ANOTHER METHOD THE ENGINEER 

5. ACCOMMODATE PEDESTRIANS VIA SHUTTLE THROUGH LANE CLOSURE, USING THE 

CLEAR PRIOR TO FLAGGERS RELEASING ONCOMING TRAFFIC.
4. BICYCLISTS MAY BE COMBINED WITH ALTERNATING VEHICULAR TRAFFIC.  BIKES TO 

3. 36" TRAFFIC CONES, 42" TALL CHANNELIZATION DEVICES, OR TRAFFIC SAFETY DRUMS OK.

UPGRADE PROTECTIVE VEHICLE TO A TRANSPORTABLE ATTENUATOR.
2. IF LONGITUDINAL BUFFER SPACE IS REDUCED FROM DISTANCES LISTED IN TABLE, 

HORIZONTAL & VERTICAL CURVES BY ADJUSTING LONGITUDINAL BUFFER SPACE.
1. AVOID PLACING LANE CLOSURE TAPERS WITHIN OR IMMEDIATELY FOLLOWING 

:NOTES

CLOSED LANE EVERY 1000 (FT).

USE TRANSVERSE DEVICES IN
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CORN CREEK BR TO 0.5 MILES

US 12

TC9
NHPP-0012(260)

(OTHERWISE, USE PILOT CAR OPERATION SHEET TC5)

1000' +/- MAX & UP TO 2 DRIVEWAY, BUSINESS ACCESS, AND/OR INTERSECTING ROADWAYS
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(OPTIONAL)

50' - 300'
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V

(OPTIONAL)
20' 

300' 
@

NOTE 12

N
O

T
E
 
1
2

N
O
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E
 
1
2

P
V

W20-1

MIN 36"

MIN 36"

W20-4

MIN 36"

MIN 36"

W20-7A

MIN 36"

MIN 36"

W20-7B

MIN 36"

MIN 36"

X X X X

)MPH OR LESS 40

(OPTIONAL IF

SIGN SEQUENCE A
48"x48" signs required on 45+ mph roadways

SLOW

FLAGGER PADDLE
W21-1201 (W/R, B/O)

24"

TS OP

NOT TO SCALE

(INTERSECTION US 12 AND SR 7)

ALTERNATING 1-LANE, 2-WAY TRAFFIC: FLAGGER-CONTROLLED

5 & 
SEE NOTES 4

SPACING

5' DEVICE

12. USE SIGN SEQUENCE A ON THIS SHEET.

11.  ACTUAL CENTERLINE PAVEMENT MARKINGS MAY VARY.

10. SIGNS ARE BLACK ON ORANGE UNLESS OTHERWISE INDICATED.

ACCEPTABLE).  LEAVING AFAD UNATTENDED PROHIBITED.
TO SEE BOTH AFAD AND APPROACHING TRAFFIC (DIGITAL ALTERNATIVES ARE 

9. FLAGGERS SHALL BE TRAINED IN OPERATION OF AFAD. FLAGGER SHALL BE POSITIONED 

DISPLAY.  GATE ARM SHALL NOT DESCEND UNTIL AFTER RED LENS DISPLAYED.
LENS DISPLAY & ASCEND TO AN UPRIGHT POSITION ON FLASHING YELLOW LENS 

8. AFAD GATE ARM SHALL REACH HALFWAY ACROSS LANE BEING CONTROLLED ON RED 

SHEETS TC5 AND TC6 FOR PILOT CAR SETUP REQUIREMENTS.
7. FLAGGER SETUP SHOWN. SEE SHEETS TC3 AND TC4 FOR AFAD REQUIREMENTS. SEE 

.SPECIAL PROVISIONS6. FOR PROJECT-SPECIFIC REQUIREMENTS, SEE 

24-INCH STOP/SLOW PADDLE SIZE9-35.1
TRAFFIC CONTROL PROCEDURES1-10.3(2)A
FLAGGERS AND NIGHTTIME ILLUMINATION 1-10.3(1)A
HIGH-VISIBILITY APPAREL 1-07.8(1)

 FOR ADDITIONAL REQUIREMENTS:STANDARD SPECIFICATIONS5. SEE 

ACCEPTS.
PAVED SHOULDER OPPOSITE THE WORK AREA, OR ANOTHER METHOD THE ENGINEER 

4. ACCOMMODATE PEDESTRIANS VIA SHUTTLE THROUGH LANE CLOSURE, USING THE 

CLEAR PRIOR TO FLAGGERS RELEASING ONCOMING TRAFFIC.
3. BICYCLISTS MAY BE COMBINED WITH ALTERNATING VEHICULAR TRAFFIC.  BIKES TO 

UPGRADE PROTECTIVE VEHICLE TO A TRANSPORTABLE ATTENUATOR.
2. IF LONGITUDINAL BUFFER SPACE IS REDUCED FROM DISTANCES LISTED IN TABLE, 

HORIZONTAL & VERTICAL CURVES BY ADJUSTING LONGITUDINAL BUFFER SPACE.
1. AVOID PLACING LANE CLOSURE TAPERS WITHIN OR IMMEDIATELY FOLLOWING 

:NOTES

PORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

PROTECTIVE VEHICLE (SEE NOTE 2)

TRAFFIC SAFETY DRUM

TEMPORARY SIGN LOCATION 

:LEGEND
21

2.0 SEC 2.0 SEC

PCMS

1-10.3(3)C.

SPECIFICATION 

WSDOT STANDARD 

LOCATE PCMS PER 

AHEAD

WORK

ROAD

STOP

TO

PREPARE

TRAFFIC ARROW
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CORN CREEK BR TO 0.5 MILES

US 12

TC10
NHPP-0012(260)
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SEE NOTES 4
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MIN 36"

W20-4

MIN 36"

MIN 36"

W20-7A

MIN 36"

MIN 36"

W20-7B

MIN 36"

MIN 36"

X X X X

)MPH OR LESS 40

(OPTIONAL IF

SIGN SEQUENCE A
48"x48" signs required on 45+ mph roadways

SLOW

FLAGGER PADDLE
W21-1201 (W/R, B/O)

24"

TS OP

(INTERSECTION US 12 AND SR 7)

ALTERNATING 1-LANE, 2-WAY TRAFFIC: FLAGGER-CONTROLLED

NOT TO SCALE

(OTHERWISE, USE PILOT CAR OPERATION SHEET TC5)

1000' +/- MAX & UP TO 2 DRIVEWAY, BUSINESS ACCESS, AND/OR INTERSECTING ROADWAYS

12. USE SIGN SEQUENCE A ON THIS SHEET.

11.  ACTUAL CENTERLINE PAVEMENT MARKINGS MAY VARY.

10. SIGNS ARE BLACK ON ORANGE UNLESS OTHERWISE INDICATED.

ACCEPTABLE).  LEAVING AFAD UNATTENDED PROHIBITED.
TO SEE BOTH AFAD AND APPROACHING TRAFFIC (DIGITAL ALTERNATIVES ARE 

9. FLAGGERS SHALL BE TRAINED IN OPERATION OF AFAD. FLAGGER SHALL BE POSITIONED 

DISPLAY.  GATE ARM SHALL NOT DESCEND UNTIL AFTER RED LENS DISPLAYED.
LENS DISPLAY & ASCEND TO AN UPRIGHT POSITION ON FLASHING YELLOW LENS 

8. AFAD GATE ARM SHALL REACH HALFWAY ACROSS LANE BEING CONTROLLED ON RED 

SHEETS TC5 AND TC6 FOR PILOT CAR SETUP REQUIREMENTS.
7. FLAGGER SETUP SHOWN. SEE SHEETS TC3 AND TC4 FOR AFAD REQUIREMENTS. SEE 

.SPECIAL PROVISIONS6. FOR PROJECT-SPECIFIC REQUIREMENTS, SEE 

24-INCH STOP/SLOW PADDLE SIZE9-35.1
TRAFFIC CONTROL PROCEDURES1-10.3(2)A
FLAGGERS AND NIGHTTIME ILLUMINATION 1-10.3(1)A
HIGH-VISIBILITY APPAREL 1-07.8(1)

 FOR ADDITIONAL REQUIREMENTS:STANDARD SPECIFICATIONS5. SEE 

ACCEPTS.
PAVED SHOULDER OPPOSITE THE WORK AREA, OR ANOTHER METHOD THE ENGINEER 

4. ACCOMMODATE PEDESTRIANS VIA SHUTTLE THROUGH LANE CLOSURE, USING THE 

CLEAR PRIOR TO FLAGGERS RELEASING ONCOMING TRAFFIC.
3. BICYCLISTS MAY BE COMBINED WITH ALTERNATING VEHICULAR TRAFFIC.  BIKES TO 

UPGRADE PROTECTIVE VEHICLE TO A TRANSPORTABLE ATTENUATOR.
2. IF LONGITUDINAL BUFFER SPACE IS REDUCED FROM DISTANCES LISTED IN TABLE, 

HORIZONTAL & VERTICAL CURVES BY ADJUSTING LONGITUDINAL BUFFER SPACE.
1. AVOID PLACING LANE CLOSURE TAPERS WITHIN OR IMMEDIATELY FOLLOWING 

:NOTES
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V

PORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

PROTECTIVE VEHICLE (SEE NOTE 2)

TRAFFIC SAFETY DRUM
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TRAFFIC ARROWS
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S
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CORN CREEK BR TO 0.5 MILES
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NHPP-0012(260)
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W20-4
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W20-7A

MIN 36"

MIN 36"

W20-7B

MIN 36"

MIN 36"

X X X X

)MPH OR LESS 40

(OPTIONAL IF

SIGN SEQUENCE A
48"x48" signs required on 45+ mph roadways

SLOW

FLAGGER PADDLE
W21-1201 (W/R, B/O)

24"

TS OP

(INTERSECTION US 12 AND SR 7)

ALTERNATING 1-LANE, 2-WAY TRAFFIC: FLAGGER-CONTROLLED

NOT TO SCALE
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50' - 100' TAPER

NOTE 12

(OTHERWISE, USE PILOT CAR OPERATION SHEET TC5)

1000' +/- MAX & UP TO 2 DRIVEWAY, BUSINESS ACCESS, AND/OR INTERSECTING ROADWAYS

12. USE SIGN SEQUENCE A ON THIS SHEET.

11.  ACTUAL CENTERLINE PAVEMENT MARKINGS MAY VARY.

10. SIGNS ARE BLACK ON ORANGE UNLESS OTHERWISE INDICATED.

ACCEPTABLE).  LEAVING AFAD UNATTENDED PROHIBITED.
TO SEE BOTH AFAD AND APPROACHING TRAFFIC (DIGITAL ALTERNATIVES ARE 

9. FLAGGERS SHALL BE TRAINED IN OPERATION OF AFAD. FLAGGER SHALL BE POSITIONED 

DISPLAY.  GATE ARM SHALL NOT DESCEND UNTIL AFTER RED LENS DISPLAYED.
LENS DISPLAY & ASCEND TO AN UPRIGHT POSITION ON FLASHING YELLOW LENS 

8. AFAD GATE ARM SHALL REACH HALFWAY ACROSS LANE BEING CONTROLLED ON RED 

SHEETS TC5 AND TC6 FOR PILOT CAR SETUP REQUIREMENTS.
7. FLAGGER SETUP SHOWN. SEE SHEETS TC3 AND TC4 FOR AFAD REQUIREMENTS. SEE 

.SPECIAL PROVISIONS6. FOR PROJECT-SPECIFIC REQUIREMENTS, SEE 

24-INCH STOP/SLOW PADDLE SIZE9-35.1
TRAFFIC CONTROL PROCEDURES1-10.3(2)A
FLAGGERS AND NIGHTTIME ILLUMINATION 1-10.3(1)A
HIGH-VISIBILITY APPAREL 1-07.8(1)

 FOR ADDITIONAL REQUIREMENTS:STANDARD SPECIFICATIONS5. SEE 
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PAVED SHOULDER OPPOSITE THE WORK AREA, OR ANOTHER METHOD THE ENGINEER 

4. ACCOMMODATE PEDESTRIANS VIA SHUTTLE THROUGH LANE CLOSURE, USING THE 

CLEAR PRIOR TO FLAGGERS RELEASING ONCOMING TRAFFIC.
3. BICYCLISTS MAY BE COMBINED WITH ALTERNATING VEHICULAR TRAFFIC.  BIKES TO 

UPGRADE PROTECTIVE VEHICLE TO A TRANSPORTABLE ATTENUATOR.
2. IF LONGITUDINAL BUFFER SPACE IS REDUCED FROM DISTANCES LISTED IN TABLE, 

HORIZONTAL & VERTICAL CURVES BY ADJUSTING LONGITUDINAL BUFFER SPACE.
1. AVOID PLACING LANE CLOSURE TAPERS WITHIN OR IMMEDIATELY FOLLOWING 
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URBAN STREETS 25 MPH OR LESS ï»¿100' î€•

SIGN SPACING = X (1)

 

  ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT  

  RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE INTERCHANGE 
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CORN CREEK BR TO 0.5 MILES

US 12

TC12
NHPP-0012(260)

NOT TO SCALE

)SEE NOTE 336" REFLECTIVE TRAFFIC CONE (

TEMPORARY SIGN LOCATION (5' MIN. HEIGHT)

TEMPORARY SIGN LOCATION 

:LEGEND

TYPICAL MOTORCYCLE SIGNING DETAIL 4. ALL SIGNS ARE BLACK ON ORANGE.

3. 36" TRAFFIC CONES, 42" TALL CHANNELIZATION DEVICES, OR TRAFFIC SAFETY DRUMS OK.

WITH THE MOTORCYCLE WARNING SIGN AS PER WAC 468-95-315.
2. USE OF APPROPRIATE WARNING SIGNS FOR ROAD CONSTRUCTION REQUIRED ALONG 

SIGNING DETAILS, DEVICE SPACING REQUIREMENTS AND TAPER LENGTHS.
1. REFER TO OTHER TCP'S FOR TYPICAL LANE CLOSURE AND SHOULDER CLOSURE 
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